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-— _Body- Front 


1 Body - front section 


1.1 Front panel with attachments - (up to 
model-year 2010) - Remove and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to SONm (socket 1/2") -VAG 1331- 


V.A.G 1331 


Ss) 


woo-0427 


(a) Note 


@ Do not bend air conditioning condenser hoses. 
@ Do not hang the condenser up on its hoses. 
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1 - Screw 
Q 2parts 
Q 8Nm 


2 - Front panel with attach- 
ments 


Q Information for removal: 


- Remove the hood latch 
= page 25. 


- Remove the front bump- 
er and the front bumper 


support = page 134. 


- Remove the radiator > = 
Engine; Rep. Gr. 19; 2 
Cooling system and the’ 
condenser => Aeration < 
system; Rep. Gr. 87; 
Air conditioning . 


(a) Note 


When installing, centralze 
panel on the longitudinal 
and between the headlh 
ings. 


3 - Screw 
Q 2 parts 
Q 8Nm 
4 - Bumper support 
5 - Screw 
Q 6 parts 
Q 35Nm 
6 - Screw 
Q 4 parts 
Q 8Nm 
7 - Radiator and condenser 
Q Remove the front panel = Aeration system; Rep. Gr. 87 ; Air conditioning 
8 - Lid latch 
Q Remove = page 25 


1:2 Front panel (until model-year 2010) - 
service position 


Special tools and workshop equipment required 


2 Rep. Gr.50- Body - Front part 
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@ Guide pins -3411- 


Woo.01mt 


@ Torque wrench - 5 to 5S0Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


SS 


Wo0-0427 


1. Body front section S 
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agen: Volkswagen 4 
sue 


R50-0038 


- Remove the hood latch -5- > page 25 . 
- Remove front bumper = page 134 . 


- Loosen a screw -2- on each side and in the holes, screw the 
guide pins -3411- to the right and left members. 


- Loosen the screws -1- and -3-. 


— Loogen the other screws -2- from the members and pull the 
frontipanel -4- forward in the area of guide pins -3411-. 


Front panel with attachments (up from 
=, model-year 2011) - Remove and install 


Special tools,and workshop equipment required 


4 Rep. Gr.50 - Body - Front part 
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@ Torque wrench - 5 to SONm (socket 1/2") -VAG 1331- 


V.A.G 1331 


(a) Note 


@ Do not bend air conditioning condenser hoses. 
@ Do not hang the condenser up on tis hoses. 


1 - Screw 
Q 2parts 
Q 12Nm 
2.- Front hood latch 
GQ Remove and install 
= page 31 


3 - Front panel with attach- 
ments 


4- Screw 
Q 2parts 
Q 85Nm 
5 - Protective adhesive tape 
Q Self-adhesive 
Q Always replace it after 
removal 
6 - Front headlight support 
7 - Screw 
Q 6 parts 
Q 30Nm 
8 - Screw 
QO 4parts 
Q 85Nm 


9 - front bumper 
Q Remove = page 6 
Q Install > page 7 
10 - Riveted nut 


QO To install, use the Pop 
rivet nut pliers POP NUT R50-10071 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT -EQ 7422- 


1. Body -front section 5 
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11 - Radiator pad support attaching bolt 
AG. Volkswage, 
12 - Radiator pad support! De “a 
13 - Radiator and'tondenser 
a Remove the front panel + Aeration system; Rep. Gr. 87 ; Air conditioning 


AG do, 
Soy 


1.35 


(a) Note 


“@ The front panel is an important safety component and in such 
© case it should not be repaired / recovered. 


©@ Incase of damage, the front panel should be replaced. 


Removal 


RS50-10071 


- Remove the hood latch = page 31. 
- Remove front liner >= page 136 . 


- Remove the headlights = Electrical system; Rep. Gr. 94; 
Switches, lights and external lamps . 


6 Rep. Gr.50 - Body - Front part 
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- Remove screws -7- that attach the front bumper -9- and re- 
move them. 


- Remove screws -4-. 


- Disengage the climate control system radiator and condenser 
assembly from the radiator pad supports -11-. 


- Remove the front panel. 


1.3.2 Installation 
- Installation is performed in the reverse sequence of the re- 
moval. 


(a) Note 


When installing, centralize the front panel in the members and 
between the upper portions of the wheelhouses. 


1.4 Front panel (up from model-year 2011) 
- service position 

Special tools and workshop equipment required 

@ Guide pins -3411- 


Wo0.01T1 


Torque wrench -‘5 to 5SONm (socket 1/2") -VAG 1331- 
V.A.G 1331 


woo-0427 


1. Body- front section 7 
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3411 


RS0-10073 


- Remove front liner > page 141. 


- Disconnect Bowden cable on lock. -1- pressing the lock to- 
wards the -arrow A- and disengaging it from the latch. 


- Remove screws -3- and in the holes of the screws, screw the 
guide pins -3411- to the right and left members. 


- Remove screws -4- and -2-. 


-  Displace the front panel forward by sliding it under the guide 
pins -3411-. 


1.5 Front fender (up to the model-year 
2010) - Assembly overview 


Special tools and workshop equipment required 


8 Rep. Gr.50 - Body - Front part 
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@ Blow pipe -VAG 1416- 


@ Torque wrench 2 to 10 Nm -VAG 1783- 


1. Body -front section 9 
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1 - Fender 
Q Information for removal: 


- Remove front bumper 
= page 134. 


- Remove the wheel- 
house protection 
= page 178. 


-  Ifnecessary, heat and 
remove the fender at the 
A-pillar area with the 
Blow pipe -VAG 1416- . 


(@) Note 


When installing, before Be 
fender, a coat of zinc ba 
conductive paint should 
= Painting Manual or -, 


fender attaching point. 


2- Screw 
Q 10 parts 
Q 6Nm 

3 - Support 


Q_ Fixed with screws to the 
wheelhouse 


4- Screw 
Q 3 parts 
Q 6Nm 


1.6 Front fender (up from model-year 2011) 
- Assembly overview 


Special tools and workshop equipment required 
# Blow pipe -VAG 1416- 


10 Rep. Gr.50- Boay - Front part 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


1- Screw 
Q 1 part 
Q 1.5 Nm 
2 - Riveted nut 
Q To install, use the Pop 
rivet nut pliers POP NUT 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT - 
EQ 7422- 
Q 5 parts 
3 - Fender 
G1 Information for removal: 


- Remove front liner 
= page 141. 


- Remove thé wheel- 
house protection 


= page 178. 


-  Ifné@cessary, heat and 
remove the fender at the 
A¢pillar area with the 
Blow pipe -VAG 1416-. 


(B) now Y 


When installing, before ol J 


fender, a coat of zinc based electro- 
conductive paint should be applied 
= Painting Manual or -AKL 3 035 6 
50- at the mating surfaga of each 
fender attaching point. 


4- Screw 
QO 12parts 
Q 1.5Nm 

5 - Wheel housing liner 
Q Only for Space Cross and Suran Cross vehicles 


6 - Support 
Q Fixed with screws 6 the wheelhouse 


1. Body-front section 11 
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1.7 Noise insulation (gasoline engine) - As- 
sembly overview 

Special tools and workshop equipment required 

@ Torque wrench 2 to 10 Nm -VAG 1783- 


1783 


1 - Noise insulation 


Q_ Fixed and inserted on 
the front part of the front 
panel 


2- Screw 
Q 6 parts 
Q 6Nm 


1.8 Noise insulation (diesel engine) - As- 
sembly overview 


Special tools and workshop equipment required 


12. Rep. Gr50- Body - Front part 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


1 - Screw 
Q 9 parts 
Q 2.5Nm 
2- Bushing 
3 - Quick nut 
4 - Noise insulation 
Q For diesel engines 


Q Attached and engaged 
to the front panel front 
area 


1. Body-front section 13 
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2 Engine compartment partition panel 


2.1 Tools 


Special tools and workshop 
equipment required 


V.A.G 1331 V.A.G 1761/1 


@ Torque wrench - 5 to 50Nm 
(socket 1/2") -VAG 1331- 


@ Cartridge heater -VAG 
1939A- 


# Compressed air gun -VAG 
1761/1- or Adhesive bottle 
tip cap for bonded glass - 
VAG 1628- 


V.A.G 1939 


pf 
2:2 Auxiliary materials for the Brazilian mar- 
ket 
@ Windows adhesive Kit = Chemical Materials 
Manual; Rep. Gr. 00 ; 
Chemicals 


1) Ensure minimum curing time is respected > page 16. 


2.3 Auxiliary materials for the Brazilian mar- 
ket 


@ Adhesive for glass panels 1K -DH 009 100 03- *) 
@ Activator -D 181 801 A1-” 
@ Painting/glass primer -D 009 200 02- *) 


14 Rep. Gr.50- Boay - Front part 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


@ Cleaning solution -D 009 401 04-7) 
@ Primer dispenser -D 009 500 25- *) 
2) The materials are present in the package -D 004 700- . 


3) Heat according to manufacturer indications Cartridge heater -VAG 1939A- 


4) Take into account the minimum time for the cure = page 16 


2.4 Correspondence table 


(a) Note 


To help the comprehension, there is a comparative table of ma- 
terials that are used in Brazilian market and for exportation below 


Product Brazilian Market Exportation Mar- 
et 

PU Adhesive U-400 HV or -DH 009 100 03- 

PU-501 Extra 

Quick Drying 
Primer for body Primer 5404 Aor |-D 009 200 02- 

PU-530 
2.5 Engine compartmentpartition_ panel - Assembly overview 


(a) Note 


The engine cofnpartment partition panel -1- is attached with polyurethane adhesive (PUR) -3-. 


2. Engine compartment partition panel. 15 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


1 - Engine compartment parti- 
tion panel 


Q Remove: 
- After removing the 


screws -2-, cut the ad- 
hesive bead. 


2- Screw 
Q 8 parts 
Q 25Nm 


3 - PUR Adhesive 

Q Auxiliary materials for 
the Brazilian market 
= page 14 

Q Auxiliary materials for 
the Brazilian market 
= page 14 

Q_ Section of bead: -nd- = 


Q Curing minimum time 
= page 16 


2.6 Minimum curing time of adhesive 


The minimum curing time is the time from panel gluing vehicle 
usage. During this period of time sHall the vehicle remain on a flat 
surface and at room temperature{at least 15 °C). 


(a) Note 


The vehicle can be delivered to the customer at least 3 hours after 
the repair. 
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3 Engine compartment partition panel 


3.1 Engine compartment upper partition panel - Assembly overview 


(a) Note 


The upper engine compartment partition panel -1- is attached with polyurethane adhesive (PUR) -3-. 


1 - Engine compartment parti- 
tion panel 

Q Remove: 

- After removing the 


screws -2-, cut the ad- 
hesive bead. 


2- Screw 
Q Bparts sao" 
Q 25Nm..°° 
3 - PUR Adhesive 
Q Auxiliary materials for 
the Brazilian market 
= page 14 
“Q Auxiliary materials for 
the Brazilian market 
= page 14 
Q > Curing minimum time 
= page 16 


R50-10065 
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1 Front hood 


44 Front hood (up to the model-year 2010) - Assembly overview 


1 - Hood holding rod 
2 - Bushing 
3 - Front bonnet fitting 
Q Fitted over the flange: 
4 - Expansion pin, 
5 - Securing,clip 
Q_ For‘hood holding rod 
6 - Stepper 
7 - Filling 
8 ~Windshield lower trim 


Q Remove and install 
= page 205 


9 - Screw 
Q 4 parts per hinge 
Q 23Nm 
40 - Hinge 
41 - Adjustment stopper 
Q The cover height can be 
adjusted concerning the 
fenders by screwing and 
unscrewing it 
12 - Front hood 
Q Remove: 


- Remove,windshield 
wiper and ejector pipes. 


- Loosen the screws -9« 
from the front hood and 
remove the hood. 


N55-0014 
- Check the distance of the latch concerning the front bonnet locking hook: “nd” it should be 2 7 mm. 


Q Adjust = page 18 


12 Front hood (up to model-year 2010) - 
Adjust 


Special tools and workshop equipment required 
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@ Adjustment gauge -3371- 


- Hood can be aligned between wings when hinges are moved 
in the oblong holes. 


- Through adjustment stopper -11- the cover height should be 
adjusted with regard to the fenders. 


- Shut lines/gaps = Body Repairs; Rep. Gr. 00 ; Technical data 
- Body clearance measures . 


(a) Note 


Check measurement “nd” for alignment of the front hood latch 
concerning the locking hook > page 24 . 


- After assembly or adjusting jobs, follow procedures to protect 
hinges and screws against corrosion. 


1.3 Latch operation cable (up to the model-year 2010) - Assembly overview 


1. Front hood 1 9 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


1 - Seal bushing 
Q From the water deflector 
panel to the inner com- 
partment 
2 - ?0peration cable 
Q Remove and install 
= page 20 x 
3 - Seal bushing 


Q From the engi ie com- 
partment to the water 
deflecting Panel. 


4 - Operation cable securing 
clip © 

Q 2parts” 
5- Distancing bung 


7- Operating tever 
Q With support 
8 - Clamp o. 
Q To the operation cable 
9- Screw *e 
Q 3Nm 
10 - Fixing screw 
Q To the cable 
Q 3Nm 
11 - Front hood latch 
Q Assembly overview = page 24 
Q Remove and install the front hood latch > page 25 


1.4 Latch operation cable (up to model-year 
2010) - Remove and install 


(@] Note 


While operating cable is not fully installed, the front hood cannot 
be closed anyway, otherwise the front hood latch will lock and the 


gperating cable not being installed, it will not be possible to open 
the front hood again. 
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G. Volksvfage 
na 9ENAG a, 


Sno, 
"Qua, 


Removal 


- Disengage the Control unit for onboard wiring harness -J519- 
and the corresponding support. Disengage the relay plate and 
put it aside, then remove the three bolts attaching the relay 
plate support. 


- Remove the windshield lower trim > page 205 . 


- Release the fastening screw -10- from the front hood latch 
-11- and, if required, straighten the operation cable tip -2-. 8 


- Release the fastening screw -9- of the clamp -8- and pull the 5 
operation cable out. 


— Remove the attaching screws -6- from the actuating lever - 
and disengage the actuating lever from the side wall. 


- Pull the actuating cable cover -2- from the actuating cable 
wards the seat at the support -arrow A- and remove the'wire. 


- “Turn the actuating cable -arrow B- and remove it fromthe seat 
atthe actuating lever. (Co 
46, 


ge 
- Loosing'the sealing bushings -1- and -3- froffithe securing 
clips -4- on the:partition wall and actuating cable side -2-. 


- Pull the operation cable -2- in the direction of engine compart- 
ment. 
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.~ 


Ikswagen as 2 
olkswagen aga 
\S | é 


Installation 
Installation happens in reverse order, ensure the following: 


- Install the sealing bushings -1- and -3- on the new operation 
cable. 


(a) Note 


Ensure proper seating of sealing bushings so that there are no leaks. 


- Pass the operation cable through the latch -11-, in this case 
the operation cable bushing should be completely pushed 
against the clamp -8-. Tighten the fastening screw -9- with 3 
Nm. 


- Inorder to adjust the operation cable, the actuating lever -7- 
should be pressed completely forward and then the attaching 
screw -10- should be tightened against the latch -11- with 3 
Nm. 


- Check operation of latch and of opening mechanism. At last, 
fold the remaining cable end. 
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1.5 Front bonnet hinge - Remove and install 
Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 

V.A.G 1331 


Woo-04a7 


1.5.1 Removal 
- Remove front bonnet = page 18 . 
- Remove screws -2- that attach de hinge -1-. 


1.5.2 Installation 
- Install the hinge -1-. 
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AG. 1A 


- Screws torque -2- 


- Install front hog 


1.6% Front hood latch (up to the model-year 2010) - Assembly overview 


1 - Locking hook 
Q Fastened-with hood 


Q Check the distance of 
the locking hook:con- 


cerning the front hood... 
latch: “nd” it should be 2° 
7mm 


2 - Front hood latch 
Q Remove and install 
=> page 25 


Q Adjust: through oblong 
holes 


Q Check the distance of 
the latch concerning the 
front bonnet locking 
hook: “nd” it should be 2 
7mm 


Q Shut lines/gaps = Body 
Repairs; Rep. Gr. 00 ; 
Technical data - Body 
clearance measures . 


3 - Screw 
Q 2parts 
Q 8Nm 
4-Clamp 
Q To the operation cable 


5 - ?0peration cable 
Q Remove and install 
= page 20 
6 - Screw 
Q 3Nm 


| R55-10048 


7 - Fixing screw 
Q For the cable 
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Q 3Nm 


1.7 Front hood latch (up to the model-year 
2010) - Remove and install 

Special tools and workshop equipment required 

@ Torque wrench 2 to 10 Nm -VAG 1783- 


Removal 


- Unscrew the screws -arrows- and loosenoutwards the front, 
panel, the hood latch in the direction'of the engine compart- 
ment. 


- Release thefastening screw -2- from the operation cable -4- 
and, if required, straighten the operation cable tip. 


- Release thefastening screw -3- of the clamp -5- and remove 
the actuating-cable -4- from the front hood latch -1-. 


Fi55-0018 
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Installation 


- Pass the operation cable through the latch -1-, in this case the 
operation cable bushing should be completely pushed -4- 
against the clamp -5-. 


- Tighten the fastening screw -3- with 3 Nm. 
- Inorder to adjust the operation cable, the actuating lever 
= Item 7 (page 20) should be pressed completely forward and 


then the attaching screw -2- should be tightened against the 
latch -1- with 3 Nm. 


- Check operation of latch and of opening mechanism. At last, 


dase FE5-0018 
fold the remaining cable end. 


- Install the bonnet latch on the front panel from the engine 
compartment side and manually tighten the screws -arrows-. 


Wh us 


Check measurement ‘nd’ for alignment of the front hood latch 
concerning the locking hook = page 24 . 


- Check the clearance measures and, if necessary, adjust the 
hood latch through the oblong holes = Body Repairs; Rep. Gr. 
00 ; Technical data - Body clearance measures . 


- Install the fastening screws -arrows- with a final tightening of 
8 Nm. 


1.8 Front hood (up from model-year 2011) - Assembly overview 
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1 - Front hood side fitting 
2 - Hood Kolding rod 
3 - Bushing 
4 - Expansion pin 
5 - Securing clip 
@ For hood holding rod 
6 - Protective adhesive tape 


The self-adhesive sur- 
face of the tape should 
not be touched anyway. 


Q- Clean the application 
area with the Adhesive 
remover -D 002 000 10- 
“and, then, apply the 
Cleaning solution -D 
009 401 04- 

7 - Adjustment stopper 

Q The coVer height can be 
adjusted ¢oncerning the 
fenders by Serewing and 
unscrewing it 

8 - Screw 
Q 2 parts per hinge 
Q 24Nm 
9 - Hinge 
10 - Screw 
Q 2 parts per hinge 
Q 24Nm 
11 - Front bonnet fitting 
Q Fitted over the flange 
12 - Front hood 
Q Remove: 


- Remove windshield wiper and ejector pipes. 


- Loosen the screws -9- from the front hood and remove the hood. 
Adjust > page 18 


Oo 
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1.9 Operation cable (up from model-year 2011) - Assembly overview 


1 - Front hood latch 
Q Assembly overview 
=> page 31 
Q Remove and install 
= page 31 
2 - ?0peration cable 
Q Remove and install 
=> page 29 
3 - Operating lever 
Q With support 
4- Screw 
Q 1.5Nm 


5 - Sealing eyelet 
Q_ From the water deflector 
panel to the passenger 
compartment 
6 - Seal bushing 
Q From the engine com- 
partment to the water 
deflecting panel. 
7 - Operation cable securing 
clip 
Q 2 parts 


R55-10119. 
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1.10 Operation cable (up from model-year 
2011) - Remove and install 


1.10.1. Removal 


- Remove Control unit for onboard wiring harness -J519- and 
the corresponding support. Disengage the relay plate and put 
it aside, then remove the three bolts attaching the relay plate 
support. 


— Remove the windshield lower trim > page 205 . 


- Press the cable latch -2- in the direction of -arrow A- and dis- 
engage the cable -2- from the ball housing at the hood inner 
latch -1-. 


- Disengage the actuating cable -2- from the housing of the lev- 
er-3- that operates the cable. 


- Remove the attaching screws -4- from the control lever and 
disengage the A pillar control lever. 


- Pull the cable through the engine compartment side. Disen- 
gage the eyelet cable -5- and -6-. Disengage the clip cable 
-7-. 


1. Front hood 29 
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- Pull the operation cables i in the direction of engine compart- 
ment. : 


1.10.2 installation 


R55-10119. 


Installation happens in reverse order, ensure the following: 


(@] Note 


Check the correct position of the eyelet -5- and -6- for passage of 
the cable in order to avoid leakages. 


- Check the operation of the latch and the opening mechanism 
before closing the screws. 
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1.11 Latch and front hood stop (up from model-year 2011) - Assembly overview 


1 - Front hood latch safety 
hook 


Q Align with the stop han- 
dle 
2 - Front hood stop handle 


3 - Front hood latch 
Q Remove and install 
=> page 33 
4 - Front hood latch 
Q Remove and install 
= page 31 
5 - Screw 
Q 12Nm 


6 - Screw 
Q 12Nm 


7 - Protective adhesive tape 


The self-adhesive sur- 
face of the tape should 
not be touched anyway. 


Q Clean the application 
area with the Adhesive 
remover -D 002 000 10- 
and, then, apply the 
Cleaning solution -D 
009 401 04- 


RSS-10120 


1.12 Front hood latch (up to the model-year 
2011) - Remove and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


wWio0-0427 
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1.12.15 Removal 


- Préss the cable latch -2- and disconnect the latch operation 
cable. 


—- “Remove screws -1- and remove the latch. 


4312.2 Installation 


RSS-10120 


- Install the latch operation cable. 


- Place the latch and install the screws -5-. Do not tighten the 
screws. 


- Adjust the latch through the oblong holes. 
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(a) Note 


Align the stop handle center -1- concerning the latch safety hook 
center -2-. 


- Check the clearance measures = Body Repairs; Rep. Gr. 00; 
Technical data - Body clearance measures . 
- Tighten screws permanently. 
@ Screws torque -5-: 12 Nm. 
1.13 Front hood stopper (up from model-year 
2011) - Remove and install 
Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


1.13.1. Removal 


- Remove screws -1-. 


{[ss-10080 


1.13.2 Installation 
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R5S-10120 


- Place the latch and install the serews -6-. Do not tighten the 
screws. 


- Adjust the stop through the oblong holes. 


(@] Note 


Align the stop handle center -1- concerning the latch safety hook 
center -2-. q 


- Check the clearance measures = Body/Repairs; Rep. Gr. 00; 
Technical data - Body clearance measufes . 

- Tighten screws permanently. 

@ Screws torque -6-: 12 Nm. 
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2 Rear lid 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


21 Assembly overview 
1 - Rear lid 

Q Adjust = page 41 
2- Lining 


Q Remove and install > 
Body - internal mount- 
ings; Rep. Gr. 70; Rear 
hatch lining - Removal 
and installation 

3 - Rear lid latch 

Q Remove and install 

= page 43 


4 - Cover 
5 - Adjustment stopper 
Q Adjust > page 445 
6 - Rear lid shock absorber 
Q Remove and install 
= page 36 
Q Replace = page 37 
Q Lubricate the eyelets 
with Lubricating grease 
-G 052 745 A3- , refer to 
= Chemical Materials 
Manual. 
7 - Screw 
QO 2parts 
Q 8Nm 


8 - Stopper 
OQ Remove the rear panel 
lining for access => Body 
- internal mountings; 
Rep. Gr. 70; Lining / In- z AR55-0050 
sulation 


Q Adjust: Through oblong holes 
Q Shut lines/gaps = Body Repairs; Rep. Gr. 00 ; Technical data - Body clearance measures . 


2, Rear lid 35 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


9 - Lid seal 
Q Incase of replacement, the new part shall be installed by slightly hitting it with a rubber hammer 
Q Incase of removal, press the seal flanks prior to installation 
Q_ The junction of the seal ends shall be placed between lid latch and left tail light 


10 - Hexagon nut 
Q 24Nm 


11 - Screw 
Q 10Nm 


12 - Hinge 


2.2 Rear lid shock absorber - Remove and 
install 


2.2.1 Removal 
- Prop up the rear lid. 


AR55-0051 
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- Using the screwdriver, raise the locks -2- only enough to loos- 
en the shock absorber -3- from the joint pins -1-. 


- Remove the shock absorber. 


@ Note 


After removing the shock absorber, reinstall the locks -2- in the 
* noma position. 


@ Donotdisengage the clip completely in its housing. Otherwise, 
it will be damaged and accidents or material damages may 
occur. 


2.2.2 Installation 


Installation is carried out in the reverse order of removal. 


2.3 Rear hood shock absorber - Renew 
- Attach the shock absorber to the vice, in area X = 50 mm. 


A DANGER! 


Fastening shall to be performed in this area only, otherwise hia 
there is risk of accident! { 


- Sawthe shock absorber cylinder on the first third part of its full 
length, from the reference corner on piston rod side. 


56-0080 
(@) Note 


@ Wear safety goggles when cutting?With saw. 
@ Cutting area shall be covered with a cleaning cloth. 
@ Oil and cloth shall be-duly disposed. 


2.4 Tailgate/boot lid packing - Remove and 


install 
w Note 


For partially removed packing, it is necessary to press the 
sides before assembly. 


@ The newpart should be installed by hitting lightly with a rubber 
hammer. 
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1 - Tailgate/boot lid seal 


Q To install the packing, 
start from the flange 
closest to the rear left 
taillight -arrow-. 


AR55-0054 
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25 Rear lid - Reftiéve and install 


2.5.1 Removal 


- Open rear lid -1-. 


- Remove rear door lining = Body - internal mountings; Rep. 
Gr. 70 ; Lining / Insulation . 


- Disconnect the bonding and the rear window glass washer 
hose. 


- Remove the wiring harness from the gate. 
- Loosen the screws -4- from the hinge -5-. 
It is required an assistant for the following items. 


- Remove the rear lid shock absorber rod -2- from the rear lid 
1-. 


— Remove screws -4- and remove the cover. 


2.5.2 Installation 


Installation is performed in the reverse sequence of the removal. 


ARS55-0055 
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- Screws torque: 10 Nm 
- Adjust hood = page 41. 


* Before closing the lid, check the operation of the rear lid lock- 
ing device motor. 


2.6 Tailgate/boot lid hinge - Remove and in- 
stall 
2.6.1 Removal 


- Remove rear lid -1-. 


- Remove the lining from column C = Body - internal mountings; 
Rep. Gr. 70 ; Lining / Insulation 


- Lower the roof trim = Body - internal mountings; Rep. Gr. 70; 
Lining / Insulation 


- Remove the nut -3- that attaches the hinge and the roof rear 
member. 


AR55-0055, 
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2.6.2 Installation 


(a) Note 


Apply nut torque -3- after installing the rear lid -1-. 


AR55-0055 


- Install the hinge -5- and tighten the nut -3- with a torque of 24 
Nm. 


= Install the rear lid. 
=, Apply the nut once again -3- with a torque of 24 Nm. 


- Install the C pillar lining = Body - internal mountings; Rep. Gr. 
70,; Lining / Insulation . 


- Install the headliner = Body - internal mountings; Rep. Gr. 
70 ; Lifing / Insulation . 


2.7 Lid. Adjust 


Special tools and workshép equipment requitéd 
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@ Adjustment gauge -3371- 


FE) cs 


¢ The:lid is properly adjusted when the clearance is the same at 
alkpoints when it is closed, not too much to the inside nor to 
the outside when the borders fit. 


¢ In order to perform the adjustment, the vehicle shall be with all 
wheels on the ground. 

= Turn the adjustment stopper -1- with a ring spanner (SW 24) 
in 90° and remove it. 


~ Loosen the fixing screw (inner hexagon 3 mm) until the cou- 
pling gate can be removed. 


55-0021 


Pull the coupling gate out of the housing and adjust measure 
ment to@,= 12.5 mm. 


(a) Note 


When new, the buffer is already adjusted to a 12.5 mm distance. 


N5S-0159. 
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- Install the adjustment stopper and assemble it on the profile 
hole with a 90° turn. 


- Close the rear lid until the preliminary lock by slightly pressing 
it on the central area. 


755-0022 


- Adjust 1mm clearance measurement between the lid and the 
side panel with the adjustment gauge -3371-. 


- Open the rear lid again. 


- The lid is now adjusted with pre-tension of approx. 1 mm. 


‘AR55-0052 


- Tighten the fastening screw -1- until the measurea = 25 mm. 
- Check adjustment. 


N55-0212 


2.8 Front hood latch (up to the model-year 
2010) - Remove and install 


Special tools and workshop equipment required 
Torque wrench - 5 to 50 Nm (socket.1/2") -VAG 1331- 


V.A.G 1331 


eS 27) 
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1 - Screw 
Q 8Nm 


2- Latch 
Q Removal: 


- Remove screws 


= Item 1 (page 44 


- Pull off connector 


= Item 12 (page 44) 
and remove the latch to- 
wards the hood. 


Q Installation: 


- Place the latch and 
tighten the screws 


= Item 1 (page 44) . 


- Push on connector 


= Item 12 (page 44) . 
3 - Plastic support ring 
4 - Seal ring 


5 - Lock cylinder housing 
Q Removal: 


- Remoyé'the cylinder 
housing lock 
= Item 10 (page 44). 


- Remove the cylinder 
‘housing. 


Q¢ Installation: 


— Install the cylinder hous- 
ing along with its lock 
(observe the lock). 


6 - Connector 
7 - Lock engine 
Os Removal: 
- ‘Loosen the screws some threads = Item 11 (page 44) . 


- Displace the engine on the lid plate oblong holes and remove it. 
- Diséngage the inversion lever = Item 8 (page 44) . 
- Pull off ¢gnnector = Item 6 (page 44) . 
Installation’ ; 
Installation is carried out inthe reverse order of removal: al 
8 - Inversion lever - 
9 - Lock support 
10 - Latch 


11 - Screw 
Q 3Nm 


12 - Connector 
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2.9 Rear lid latch (up from model-year 2011) 
- Remove and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


a 


1 - Operation clip 

2.- Bushing 

3 - Lock cylinder ...a9e0° Volksy 

4- Rear lidtatch 
Q sRemoval: 


Remove rear door lining 
= Body - internal 
mountings; Rep. Gr. 

70 ; Lining / Insulation . 


-  Disengage the rod -6- of 
the bushing -2-. 


- Disengage the opera- 
tion clip -1- and discon- 
nect the latch operation 
tod -5-. 


- Disconnect the wiring 
harness of the trunk 
lighting switch -F5- 


- Remove screws -7- and 
remove the latch. 
Installation: 


Installation is performed 
in the reverse sequence 
of the removal. 


v) 
5 - Lock‘@peration rod 


6 - Operation tédbof Rear lid 
release motor -V139-'" 


7 - Screw 
Q 8Nm 


RSS-10121 


2.10 Rear lid lock cylinder handle (up to mod- 
el-year 2010) - Remove and install 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 


V.A.G 1331 


1 - Handle lock 
2 - Switch support 
3 - Coupling 
4- Screw 
Q 9Nm 
5 - Reinforcement 
6 - Wrench 
7 - Foot pump 
8 - Handle 
Q_ Removal: 


- Remove rear door lining 
=> Body - internal 
mountings; Rep. Gr. 

70 ; Lining / Insulation . 


- Disengage the opera- 
tion rod -3- from the cyl- 
inder actuator. 


- Remove the handle lock 
-1-. 


- Disengage the handle 
and remove it. 


Q Installation: 
- Installation is performed 


in the reverse sequence 
of the removal. 


9 - Attachment of the device 
motor actuating rod 


~~ | RS8-10047 


2.11 Rear lid release motor -V1392(up to 
model-year 2010) - Remove and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


1 - Handle locks” 
2 - Support?’ 
3 - Rear lid handle 


OG Remove and install 
= page 45 


4 Coupling 
5 - Operating rod 
“6 - Screw 

Q 2.5Nm 


7 - Rear lid release motor - 
2V139- 


GQ Removal: 


, — Remove rear door lining 


= Body - internal 
mountings; Rep. Gr. 


70 ; Lining / Insulation . 


- “Untighten the screws 


& Item 6 (page 47) . 


-  Displace the engine on 


the lid'plate oblong 
holes and remove it. 


QO  Disengage the é6uipling, 
rod = Item 3 (page 47) . 


Q Installation: 


- Installation is performed 
in the reverse sequence 


of the removal. 


8 - Internal hatch panel 


9 - Wiring harness connector 


| A5S-10046 


2.12 Rear lid release motor -V139- (up from 
model-year 2011) - Remove and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


1 - Rear lid release motor - 
V139- 


Q Removal: 


- Remove rear door lining 
= Body - internal 
mountings; Rep. Gr. 

70 ; Lining / Insulation . 


- Disconnect the motor 
wiring harness connec- 
tor. 


- Disengage the busing 
rod -4-, 


-  Untighten the scre' 


-6-. : 


-  Displace the support 
with the motor:to the 
rear lid sheetoblongs 
and remove.it. 


Q Installation: 


- Installations performed 
in the reverse sequence 
of the removal. 


2 - Operating rod 
3 - Actuator 

4 - Bushing 

5 - Engine support 


6 - Screw 
Q 2.5Nm 


7 - Screw 
Q 1.5Nm 


R55-10123 
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2.13 Lock cylinder (up to model-year 2010) - Assembly overview 


1 - Cylinder guide 
2 - Spring 

3 - Stopper 

4 - Retaining ring 
5 - Actuator 


Q Without locking system 
Q Attached through the 
lock -26-. 
6 - Actuator 


Q For Rear lid release mo- 
tor -V139- 


Q Attached through the 
lock -26-. 
7 - Roller 
Oto Rear lid release motor 
8 - Spring 
Oto Rear lid release motor 
9 - Coupling 
Q to Rear lid release motor 
-V139- 
10 - Actuator 
Oto Rear lid release motor 
-V139- 
11 - ?Lock ring 
Oto Rear lid release motor 


-V139- 24 23 22 21 20 


12 - Actuator 


Q to Rear lid release motor 


-V139- 
13 - Return spring 
Oto Rear lid release motor -V139- 
14 - Spring 
15 - Roller 
16 - Gorges 
Q Lubricate with -G 000 450 02- 
17 - Spring 
18 - Foot pump 
Q Lubricate with -G 000 450 02- 
Q Remove and install = page 50 
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19 - Wrench 

20 - Ring 

21 - Tailgate/boot lid seal 
22 - Lever 

23 - ?Lock ring 

24 - Spring 

25 - Handle 

26 - Latch 


2.14 Lock cylinder (up to model-year 2010) - 
Remove and install 


2.14.1. Removal 

- Remove the handle. = page 45. 

- Insert the.key into the cylinder. 

- Position the ignition key -B-. 

- Press the‘¢ylinder and insert a shim in order to access the hole 


- With steel pin -2-, press the cylinder lock -3-. 


- Remove the-cylinder together with the key by turning the cyl- 
inder slowly to the left and to the right, carefully. 


2.14.2 Installation 
- Insert the cylinder with the,key in position -A-. 
- Press the cylinder against the Handle until the lock locks. -3-..,0!” 
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2.15 Lock cylinder (up from model-year 2011) - assembly overview 


1 - Cylinder key through slot 


2 - Seal ring 
Q attached to the support 


3 - Cylinder seal ring 
4 - Foot pump 


Q Lubricate with -G 000 
450 02- 


5 - Gorges 
Q Lubricate with -G 000 

450 02- 

6 - Spring 

7 - Seal ring support 

8 - Cylinder housing 

9 - Elastic pin 

10 - Return spring 

11 - Actuator 


Q locking system 


Q attached through spring 
pin -9-, 


12 - Clip 
13 - Bushing 


14 - Cylinder with housing as- 
sembled 


15 - Lock operation rod 


16 - Screw 
Q 2parts 
Q 8Nm 


17 - Operation rod of;Rear lid release motor -V139- 


2.16 Lock cylinder (up from model-year 
2011) - Remove and install 


Torque wrench 2 to 10 Nm -VAG 1783- 
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2.16.1 Removal 


- Remove rear door lining = Body - internal mountings; Rep. 
Gr. 70; Lining / insulation - Trunk linings . 


- Disengage the operation clip -12-. 


Disengage the operation rod -15-. 


- Disengage the operation rod Rear lid release motor -V139- of 
the bushing -13-. 


- Remove screws -16- that attach the cylinder. 
- Disengage the cylinder. 
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2.16.2 _ Installation 


- Installation is performed in the reverse sequence of the re- 
moval. 


- Position the cylinder in order to center it in the rear lid outer 
hole -arrows- and position the tear -1- of the cylinder vertically. 
The cylinder housing oblong holes allow this adjustment. 
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2.17 Lock cylinder (up from model-yeatic volkswagen a, 
2011)-disassemble io te, 


- Remove the lock cylinder > page 51y« > 
- Insert the key into the cylinder. ~« ’ 


- Witha pin -1- of 22mm, in thethole below the spring -2-, press 
the cylinder lock. iS 


- Remove the key together:with the cylinder. 


(Rs: 70005 ] 


2.18 Rear lid latch actuating handle (up from model-year 2011) - Assembly over- 
view : 


1 - Attaching frame ¢ 
Q Frame portions are pres. 
assembled % 
2- Spring 
3 - Screw 
Q 4Nm 


4 - Handle with switch 
Q For electric operation 
Q Lined with a rubber cov- 
er 
Q Remove and install 
= page 55 


AR55-0056 
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2.19 Rear lid latch actuating handle (up from 
model-year 2011) - Remove and install 


2.19.1 Removal 


- Remove the tailgate inner lining = Body - internal mountings; 
Rep. Gr. 70 ; Lining / Insulation . 


- Disconnect the harness connector from the Unlocking switch 
in the tailgate handle -E234- on the handle,case, 


- Untighten the screws -3,Until (do not untighten compietely) 
the attaching frame.-4- can be removed. 


- Remove the frarie by holding the handle. 
- Remove the*rear lid handle. 


2.19:2 Installation 


- Install and hold the handle in the rear lid (pay attention to the 
“tab” for locking). 


- Pass‘the wiring harness through the attaching frame -1- and 
position the frame in the handle. 


- Lock theshandle with the attaching frame -1- and tighten the 
screws -3with 4 Nm 


- Engage the ‘Wiring harness connector from the rear lid handle 
unlocking switch,-E234- . 


(@] Note 


/n order to avoid operational failures in the electric actuation, it is 
indispensable to pay attention to the correct locking of the attach- 
ing frame -1-, as well as to check the tightening moment prescri- 
bed to the screws -3-. 
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3 2Cover and ??fill nozzle compart- 
ment of the fuel tank set 


3.1 Cover and ??fill nozzle compartment of the fuel tank set - remove and install 


1 - Side panel 
2 - Expansion nut 


3 - Fill nozzle compartment of 
the fuel tank 
Q It can only be removed 


along with the fuel tank 
cover 


= Item 4 (page 56) 


Q Removal: 


- Loosen the screw 


= Item 5 (page 56) . 


- Remove the rubber part 
from the fill nozzle of the 
fuel tank and turn the fill 
nozzle compartment out 
of the side panel. 


Q Installation: 


- Install the fill nozzle. 
compartment with the 
fitted rubberpart. 


-  Tightenthe screw 


= Item 5 (page 56) . 


4 - Fuel tank cover 

Q Itcan only be removed 
along with the fill nozzle 
compartment 
= Item 3 (page 56) 

GD In order to remove the 
fuel tank cover, press its 
fixing pin 


5 - Screw ARE5-0053 


6 - Drain hose 
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Front doors/components/cen 


1 Front door 


1.1 Front door (up to model-year 2010) - as- 
sembly overview 


(a) Note 


@ Door hinge screws shall always be renewed after being loos- 
ened. 


@ The dash panel must be removed to remove and adjust the 
upper door hinges. 


1 - Screw with inner multitooth 
Q M8 


C1 Installed from the inside 
of the vehicle 


To loosen or attach the 
sill screw > Body - in- 
ternal mountings; Rep. 
Gr. 68 ; Internal equip- 
ment 


Q 20Nm + 1/4 of turn (90°) 


Q The screws must al- 
ways be replaced when 
removed 


2 - Screw with inner multitooth 
Q M8 
Q = 20Nm + 1/4 ofturn (90°) 


Q The screws;fnust al- 
ways be replaced when 
removed 


3 - Door hinge 
Q In two parts 
4- Hinge pin 
5- Nut 
Q 14Nm 
6 - Screw with inner multitooth 
Q Ms 
QO 20Nm + !/gof turn (90°) 


Q The screws must al- 
ways be repla¢ed when \ / 
removed ao ae R57-0010 


7 - Bracket 
8 - Lock cylinder housing or housing without lock cylinder 
Q Remove and install = page 68: 
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9 - Cover cap 
10 - Door handle 
Q Remove and install = page 72 
11 - Bracket 
12 - Latch plate 
13 - Screw 
Q 20Nm 
Q_ Powerlock 
14 - Lock knob 
Q Fixed on the lock rod 


Q For Europe versions, the button under the condition -locked door- should be “O to 2mm" above the button 
frame. : 


Q For other versions, except Europe, under the condition -locked door-, the’upper end of the button should 
be 19 mm above the door lining. Under the condition -unlocked door-, the upper end of the button should 
be 29 mmiabove the door lining 


15 - Lock rod 
16 - Door lock 
Q_ Remove and install = page 75 
Q Lubricate with multi-purpose grease = Chemical Materials Manual or -G 052 745 A2- 
17 - Screw (M6 x 10) 
Q 4Nm 
18 - Lock operating cable 
19 - Door internal operating mechanism 
20 - Screw 
Q 25Nm 
21 - Door limiter 
Q remove and install > page 64 
22 - Screw 
Q 10Nm 
23 - Door 
Q Remove and install = page 60 
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1.2 Front door (up from model-year 2011) - assembly overview 


1 - Door stop 
Q Adjust = page 64 
2- Screw 
Q 20Nm 
3 - Locking rod 
Q Under the condition 
-locked door- the lock- 
ing rod button should be 
“O to 2mm" above the 
button frame. Using 
puller and installer -VW 
035- 
4- Eyelet 
5 - Door lock 
Q Remove and install 
= page 79 
6 - Screw 
Q 20Nm 
7 - Bushing” 
8 - Qperating lever 
9. Lock operating cable 
Q Replace = page 84 
10 - Internal door handle 


en AG. Voll 


11 - Hook of the lock operating 
cable 


12 - Cable support 
Qin the door trim 
13 - Screw 
Q 25Nm 
14 - Screw g 
Q 10Nm > 
15 - Door limiter 
3, Q Remove and install > page 64 
“46 - Screw with inner multitooth 
@ Ms 
220 Nm + "/4 of turn (90°) A 
Q The%eo ews must always be replaced when, sétoved 
17 -Nut Pere, yus8e™™ nr 
Q 14Nm 
18 - Door hinge 
Q In two parts 


19 - Door outer handle 
Q Remove and install = page 73 

20 - Lock cylinder housing or housing without lock cylinder 
Q Remove and install > page 68 
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21 - Cover cap 
22 - Door 


Q Remove and install = page 60 
Q Adjust = page 61 
Q Disassemble and assemble = page 63 
Q Replace = page 63 
1.3 Front door - remove and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 


V.A.G 1331 
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purposes, inpart or ip, 


Removal 


Pull the protective boot -3- from pillar A and disconnect the 
electric connections of the connection station located on pillar 
A. 


Remove the nuts -2- from the hinge pins -1-. 
Remove the screw -4- from the door stopper. 


?Disengage the door upwards and out of the hinge edges. 
Installation 

Installation happens in reverse order, ensure the following: 

- Tighten nuts -2- of the hinge pins with 14 Nm. 

- Tighten the screw -4- of the door stopper with 25 Nm. 

1.4 Front door - adjust 


Special tools and workshop equipment required 
@ Wrench -3320- 
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@ Multitoothed bits -3320/3- 


WO00-1264 


# Multitoothed socket -3410- 


@ Torque wrench - 5 to 50Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


(@] Note 


¢@ Inorder to adjust the front door correctly, the vehicle shall be 
supported on its wheels. 


@ The front door will be correctly adjusted when the clearances 
are according to the specification = Body Repairs; Rep. Gr. 
00 ; Technical data - Body clearance measures when the door 
Is closed. 


¢@ After reinstallation or adjustment, adopt protective measures 
against corrosion in the hinges and screws. 
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In order to get the clearance adjustment correctly, the screws 
-1- and -2- on pillar A should be loosened. 


+ For the screw -1-, in the door lower hinge, the lower member 
trim should be removed: = Body - internal mountings; Rep. 
Gr. 68 ; Internal equipment . Untighten the screw with the 
multitoothed socket -3410- . 


+ Forthe screw-1-, in the door upper hinge, the instrument panel 
should be removed: = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation Untighten the screw with the multitooth- 
ed socket -3410- . 


For the screw -2-, untighten it with the screwdriver -3320- and 
multitoothed bits -3320/3- . 


Adjust the door stop = page 64. 


1.5 Front door - disassemble and assemble 


1.5.1 Disassembly 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Remove the door sealing membrane = page 84 . 

- Remove the door window operation mechanism = page 167 
- Remove the door window glassi2/pagec163 .. 

= Remove the outer.,A4lview mirror > page 197. 


- Remove thesifiner and = page 171 outer weatherstrip 
= page 122 from the door window glass. 


- Remove the door glass groove = page 171. 
- Remove glass guide rail. 

- Remove the outer handle > page 65. 

- Remove the lock > page 75. 

—<Remove the door limiter > page 64 . 


— Disconnect the protection gaiter and remove the door interior 
harness. 


$5.2 Assembly 
5 Install in reverse order. 


1.6 Front door - replace 


1.6.1 Removal 

- Disassemble the door = page 63 . 
- Remove the door = page 60 . 
1.6.2 Installation 


— Apply seal / insulation té'the door = ChemicalMaterials Man- 
ual. . 


R57-10062 
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- Install the door noise insulation = Body - internal mountings; 
Rep. Gr. 70; Lining / Insulation . 


- Paint the door = Painting Manual . 

- Install the door = page 60. 

- Apply anti-corrosion fluid = Painting Manual . 
- Assemble the door = page 63 . 


1.7 Door stopper - adjust 


Special tools and workshop equipment required 
@ "Torque wrench - 5 to 50 Nm ( socket 1/2")" -VAG 1331- 


V.A.G 1331 


€7.1 Adjusting 


= Loosen the stopper attaching screws. 
= Temporarily fit the stopper and position the screws . 


+ Close the door and check the body for the correct alignment. 
Check the clearance values specified= Body Repairs; Rep. 
Gr. 00 ; Technical data - Body clearance measures . 


5 Tighten the stopper definitively with: 

* 20 Nm (T45) 

+ Models up from model-year 2011: 20 Nm (multitoothed) 
1.8 Door limiter - remove and install 
Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 


V.A.G 1331 


1.8.1 Removal 


- Remove front door-sill trim = Body - internal mountings; Rep. 
Gr. 68 ; Internal equipment . 


- Remove the fixing screw of the door limiter (T-40). 
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- Remove screws -arrows- that attach the pillar A limiter (T-30). | 


- Remove the limiter. 


| 57-0061 


1.8.2 Install 

- Install in reverse order as of the removal. 

1.9 Inner handle (up to model-year 2010) - 
replace 

1.9.1 Removal 


- Remove the door lining = Body internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Disconnect the interior handle operation cable. 


- Move the joint pins -1- from the handle in the direction of the 
arrow until stopping, at’the door lining. 


- Open internal handle-detach spring and pull it out of door trim. 


1.9.2 Installation 
- Install in reverse order as ofthe removal. 
1.10 Front door lock outer handle (up to model-year 2010) - assembly overview 
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1 - Cover 
2 - Door lock 


Q Remove and install 
=> page 75 


3 - 20peration cable 
Q Lock release. 
4 - Torx screw 


Q Loosen with the torque 
wrench -T10072- . 


Q When loosing the 
screw, the lock cylinder 
case attachment is un- 
locked 
= Item 11 (page 66) , 
and may be pressed 
outwards the outer han- 
dle support 
= Item 5 (page 66) . 

Q The screw S 
= Item 4 (page 66) can- 4 
not be tightened without> 
the lock cylinder case © 
being inserted. Locking 
ring may fall off into the 
door. 


-Handle support in Zamak, 45 Nm- 
Q_.-Handle support in PA6 30 GF, 2,5 Nm- fot 
5 - Outer handle support 
Remove lock cylinder housing = page 68 ¥ 
Remove door handle => page 72. 
Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation . 
Remove the sealing membrane on the door handle area. 


Loosen the screw = Item 6 (page 66) , push the outer handle support backwards slightly and remove 
it from the door. 


8104, 
4 


ooooo 


6 - Screw 
7 - Wrench 
8 - Key with remote control 


Q Replacement of the battery = page 96 
Q Codify the remote control of the new key or spare key = page 100 


9 - Door handle 
Q Remove and install > page 72 

10 - Cover cap 

11 - Lock case with or without lock cylinder 
Q Remove and install > page 68 
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Q Fitted to door lock and attached with a screw. 
12 - Bracket 


13 - Central door locking motor for driver door/passenger door -V56/V57- 
Q > To central door locking 
Q Fitted to the door lock = Item 2 (page 66) and attached through screw. 


14 - Screw 
15 - Switch on the outer handle of driver door for the alarm system op f2q- Agena 


1.11 Front door outer handle and'lock (up from model-year 2011) - assembly 
overview ) aon 


1 - Outer handle support 

Q Remove lock cylinder 
housing = page 68 . 

Q Remove door handle 
= page 73. 

Q > Remove the door lining 
= Body - internal 
mountings; Rep. Gr. 
70 ; Lining / Insulation . 

G Remove the sealin: 
membrane on the door 
handle area. 


Q_ Loosen the screw, push 
the outer handle support 
backwards slightly and 
remove it from the door. 


2- Screw 


3 - Torx screw 


Q Loosen with the Torque 
wrench -T10072- . 

Q When the screw is loos- 
ened, the lock cylinder 
case attachment is un- 
locked too, and may be 
pulled outwards the out- 
er handle support. 

Q The screw cannot be 
tightened without the 
lock cylinder body being 
inserted. Locking ring 
may fall off into the door. 


4 - Door handle e 
Q Remove and install 
= page 73 R57-10051 | 
5 - Key with remote control 
Q Replacement of the battery = page 99 
QO Fitting of keys equipped with remote control or additional keys = page 100 


6 - Cover 


7 - Lock case with or without lock cylinder 
Q Remove and install = page 68 
Q fitted to door lock and attached with a screw. 
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8 - Sealing 
9 - Door lock 
Q Remove and install = page 79 


Q > The Central door locking motor for driver door/passenger door -V56/V57- is integrated to the lock as- 
sembly. 


10 - ?0peration cable 
Q Lock release. 


11 - Lock operating cable 
Q Remove and install = page 84 
12 - Locking rod 


13 - Locking button 
Q Fixed on the lock rod 
Q Remove and install = page 81 


1:12 Lock cylinder housing - remove and in- 
stall 


Special tools and workshop equipment required 
@ Torque wrench -T10072- 


T 10072 


1.12.1 Removal 
- Disengage the plug -1-. 


[rs7-10082 | 
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— Pull and hold the door handle -1-. Loosen the screw -3- with 
Torque wrench -T10072- and press it simultaneously in the 
direction of the outer handle. This releases the locking in the 
lock cylinder housing. 


(a) Note 


/f screw is excessively loosened the lock ring may detach from 
the outer handle support as a result, and fall off into the door. 


- Pull the lock cylinder housing -2- outwards the outer handle 
support, at right angle concerning the door handle. 


1.12.2 Installation 


Installation happens in reverse order, ensure the following: 


- Install the lock cylinder housing to the outer handle support at 
right angle. 


- Tighten the screw at the outer handle support with the torque 
wrench -T10072- . 


Door handle is again fitted to lock cylinder housing when theré’is 
an audible click. 


(@) Note 


When assembling, press the door handle ané@ lock cylinder hous- 
ing towards the door plate. 


1.13 Central door locking motor for driver 
door/passenger door -V56/V57- (up to 
model-year 2010) - teplace 


1.13.1. Removal 
- Remove the door lock = page 81. 


2 
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- Unslot the locks -1- and separate the lock cover cap. 
- Remove the screw -arrow- which attaches the motor. 


- Release the motor actuating rod and remove it. 


57-0073 


1.13.2 Installation 


- Install in reverse order as of the removal. 


1.14 Cylinder housing - disassemble and as- 
semble 


1.14.1. Disassembly 

- Remove the lock cylinder housing = page 68°. 
Insert the key into the cylinder. 

Press the key towards the cylinder. 


- Remove the lock and release the actuating lever -arrow-. 
- Remove the rings, spring and cylinder guide. 

Remove from body the cylinder-along with key. 

- Clean the cylinder and remove all dirt and grease. 


Manually press the gorges into cylinder and then carefully re- 
move key. 


- Slowly loosen the cylinder and release the gorge spring pres- 
sure. 
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- Remove the gorges and springs and mark their positions in 
relation to the cylinder. 


(a) Note 


Gorges are identified by numbers from 1 to 4 (identification by 
colors is also possible), take notes on the sequence, in the ex- 
ample 2314323 o0r210n the lower part and 3 4 3 23 on the 
upper part. 


55-0004 


1.14.2 Assembly 


- Fit springs and gorges in correct position (sequence). 


(a) Note 


During this operation, lubricate the gorges and cylinder with multi- 
purpose grease = Chemical Materials Manual or -G 052 745 A3- . 


- When assembling, it is possible to combine gorges based on 
the vehicle key, in case the cylinder is replaced. To do so follow 
this procedure: 


- By beginning with the last position of the gorge on the cylinder, 
install the spring and gorge number 1. Insert the key and ob- 
serve the position of the gorge in relation to the cylinder. 


- If the upper portion of gorge is aligned to'the,cylinder body 
-arrow-, itmeans that the number 1 is correct for this position. 
Otherwise, install gorge number 2 and so on until finding one 
gorgé that aligns with the cylinder when key is inserted, 


(a) Note 


Repeat the operation for all other remaining positions of gorges 
ee fhe cylinder. Mark position (sequence) of gorges in relation to 
cylinder. 


- Install the cylinder guide on the housing. 

- Insert the cylinder into the guide. 

- Position spring and rings. 

- Install the control lever. 

- Install the lock. 

- Install the lock cylinder to the handle = page 70. 
- Install the outer handle = page 72 . 


TA5 Cylinders and keys (information specific 
to Brazil) - request 


The key may be requested to the parts department with the orig- 
inal mechaniéal.key code. To do so, follow the instfuctions in the 
Parts Memo number456 from June 2004.50 


Complete cylinders may be requested by fax (OXX11) 4347-3652 
with all the information about the vehicle (chassis number, original 
mechanical code of the key, etc.) 
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1.16 Door outer handle (up to model-year 
2010) - remove and install 


Special tools and workshop equipment required 


@ Assembly tool -T 10389- or Assembly tool -T 02005- 
T02005 


1.16.1. Removal 


- Remove the door lining'> Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Unglue door sealing membrane at the upper portion. 
- Remove lock cylinder housing = page 68 . 

- Disengage the clip -1- from the door handle’-2-. 

- Disengage the door handle -2- from the door panel. 


1.16.2 _ Installation 


(i) Note 


Before beginning the installation, the spring -2- should be posi- 
tioned in order the handle does not have a clearance when 
actuated. For this, follow the instructions below. 


- Remove the lock attaching screw (upper screw, lining side) 
where there will be done the insertion of the Assembly tool -T 
10389- or Assembly tool -T 02005- T 02005 


(G00. 10086 


[Rertooa | 


- Insert the Assembly tool -T 10389- or Assembly tool -T 02005- 
to the lock attaching hole. 


- Inorder to view it better, illuminate the door inner portion with 
a drop light. 
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— Fit the spring -2- to the actuating lever -1-. 
- Fit the door handle -2- to the door panel. 


- Pull the clip -1- inwards the sheet cutting and fit to the door 
handle. 


(a) Note 


During the clip assembly, the latch actuating lever -3- cannot be 
pulled and the door handlé*-2° should be pressed towards the 
door panel. 1 "op 


No7-0214 


-  Install'the lock cylinder housing = page 68 . 


117 Door outer handle (up from model-year 
2011) - remove and install 


Special tools and workshop equipment required 
@ Hook -710118- 


17.1 Removal 

- Remove lock cylinder housing > page 68 . 

- Disengage the clip -1- from the door handle “23, 

- Disengage thé‘door,handle -2- from the: door panel. 


1.17.2 Installation 
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\ 
710118 


R57-10053 


- Through the door panel opening -1-, Insert the Hook -T 10118- 
to the door. 


- In order to view it better, illuminate the door inner portion with 
a drop light. 


- Turn the Hook -T 10118- in the spring -4- -arrow A-. 


- Slowly pull the Hook -T 10118- in the direction of -arrow B-, 
attach the spring to the lever -3- fitted to door lock -1-. 


- Fit the door handle -2- to the door panel. 


- Pull the clip -1- inwards the sheet cutting and fit to the door 
handle. 


(@] Note 


During the clip assembly, the latch actuating lever -3- cannot be 
pulled and the door handle -2- should be pressed towards the 3 2 
door panel. 


- Install the lock cylinder housing = page 68 . 
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1 


1 


18 Exterior door handle - replace 


-18.1 Removal 
Remove the outer handle = page 72. 
-18.2 Installation 
Paint the handle = Painting Manual. . 
Install in reverse orden as of the removal: 


19 Lock cylinder (up to model-yeat 2010) - 
remove and install 


Special tools and workshop equipment required 


° 


4 


Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


rs 


-19.1 Removal 


Remove the front door lining with the window glass lifted, > 
Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation . 


Unglue the door sealing membrane at the upper portion. 
Remove lock cylinder housing = page 68 . y 
Disengage the.clip -1- from the door handle -2-, 
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-3 


RS7-10038 


Disengage the clip -8-(exclusive LAM ny the lock actuat- 
ing cable-5-. 


- Disconnect the connector of the Central door locking motor for 
driver door/passenger door -V56/V57- -4-.7 


- Disconnect the wiring harness connector frofte ge alarm sys- 
tem -6-. 


- Remove the attaching screws -3- from the door lock ‘and re- 
move the lock through the assembly opening. 


1.19.2 Installation ieee oY 


Install the lock actuating cable -5-. 


- Fit the actuating rod -7- of the lock. 
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wage" TAG dog, 


- Fit the spring -1- to the lock actuating lever -2-. 
- Fit the locks -1- and attach the lock cover cap. 
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“3 


R57-10038 | 


- Position the lock and install the attaching screws -3- of the door 
lock with a final tightening of 4 Nm. 


- Engage the connector Central door, locking motor for driver ¢ 
door/passenger door -V56/V57- -4- > 


- Connect the wiring harness connectorfrom the alarm system 
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— Install to the clip -8- (exclusive Latin American market) the lock 
actuating cable-5-. 


- Pull the clip -1- inwards the sheet cutting and fit to the door 
handle. -2-. 


(a) Note 


During the clip assembly, the lock actuating lever -3- cannot be YY 4 
pulled and the door handle -2- should be pressed towards the 
door panel. i lt 


Ne7-0214 


- Install the lock cylinder housing = page 68 . 


- Install the door sealing membrane, pressing it with the Press 
tool -3356- . 


- Install the front door tithing + Body - internal trountings; Rep. 
Gr. 70 ; Lining’? Insulation . 


1.20 Door lock (up from model-year 2011) - 
remove and install 


Special tools and workshop equipment required 
> Press tool -3356- 


3356 


wo0-0202 


@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 
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1.20.1. Removal 
- Remove lock cylinder housing = page 6g 
- Disengage the clip -1- from the doorshandle -2-. 


- Remove the front door lining with: the window glass lifted, = 
Body - internal mountings; Rep.<Gr. 70 ; Lining / Insulation . 


- Disengage the eyelet -10- from the door inner panel and dis- 
engage the rod -2- of the bushing -4- at the lever -3-. 


- Unglue the adhesive tapes -8 - that attach the sealing mem- 
brane to the lock actuating cable -9-. 


- Unglue door sealing membrane for access to the lock. 
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- Remove the screw -6- (8 Nm) and unglue the guide rail -7- for 
removal of the lock. 


- Disconnect the connector of the Central,doomacking: motor for 
driver door/passenger door -VE6IVE7= at the lock. 


- Remove the attaching screws -5- (20 Nm) of the door lock 
-1- and remove the lock through the assembly opening. 


1.20.2 Installation 


- Position the spfing -2- under the door actuating lever -1-, with 
the needle nose pliers. 


— Install in reverse order as of the removal. 


( rer0e7 


4:21 Door loek (up to model-year 2010) - re- 
place 


1.21.1. Removal 

- Remove the lock = page 75. 
- Unslot the locks -1- and separate the lock cover cap. 

- Disengage and remove the locking rod from the door lock. 
- Remove the lock actuating cable = page 82 . 


- Remove the Central door locking motor for driver door/pas- 
senger door -V56/V57- , if any. 


- Remove the Switch on the outer handle of driver door for the 
alarm system -F121-, if any. 


[ sr-10089 


1.21.2 Installation 


- Install in reverse order as of the removal. 


1.22 Lock locking knob (locking rod - up from 
model-year 2011) - remove and install 


Special tools and workshop equipment required 
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@ Puller and Installer -VVWW-035- 
VW 035, 


(Q00-10064 


1.22.1 Removal 


- With the locking pin completely raised, fit the Puller and In- 
staller -VW 036- and release the pin. 


- Remove the toot.with the pin. 


1.22.2 _ Installation 


- Insert the pin to the Puller and Installer -VW 035- and screw 
the pin so that when locked the pin is positioned -nd- concern- 
ing the door lining. 


Measurement -nd- = 0 to 1 mm 


1.23 Lock actuating cable (up to model-year 
2010) - replace 


Special tools and workshop equipment required 
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@ Pliers -VW 5161A- 


1.23.1 Removal 


- Remove the door lock > page 75. 
Unslot the locks -1- and separate the lock cover cap. 


- Unfit bushing cable end. 


[-er-10580 


- slightly open the cable fitting support with the Pliers -VW 
161A- "0 


- Unfit cable and remove it. 


1.23.2 Installation 


- Fit cable to lock mounting. 


- Fit cable end to bushing. 
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- Slightly tighten cable fitting mounting with pliers. 
- Fit the locks -1- from the lock cover cap. 


- Install the door lock > page 75 . 


[strona | 


1.24 Lock actuating cable (up from model- 
year 2011) - replace 


1.24.1. Removal 
- Remove the door lock > page 79. 
- Turn the lock -3- of the cover cap 90°. 


- Disengage the lock cable -5- and displace the cable -2- 90° in 
order the retainer of the cable -1- is aligned with, the cutting of 
the lock lever and can be removed. 


Disengage the cable and remove it. 


[[ReT-70088 | 


1.24.2 Installation 


- Install in reverse order as of the removal. 


1.25 Door sealing membrane - remove and 
install 


Special tools and workshop equipment required 


¢@ Transferable adhesive tape applicator -EQ 7414- 
EQ 7414 
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Press tool -3356- 


Ejector lever -80-200- 


1.25.1 Removal 


(@] Note, 


The membrane consists of an ??adhesive coating that gUaran- 
tees removal up to 3 times without affecting the performance-of 
the adhesive. If the adhesive layer is damaged, /.e., by removihg 
it for the fourth time, install the membrane using transferable ad 
hesive tape + Chemical Materials Manual , according to the 
information below. 


Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


Remove the loudspeaker, if any. 


Remove the adhesive tapes that fasten the membrane to the 
lock operation cables and harnesses. 


Remove the bushings -1- with Ejector lever -80-200- (models 
up from model-year 2011). 


Pull the sealing membrane off and remove it. 


(a) Note 


Note on the own membrane the number of times that it was fe- 
moved, 1nd, 2nd. OF 3nq. times 


Remove adhesive residues on door internal panel. 


wo0-0202 


57-1064 


1. Front door 8 5 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 


Body - external mountings - Edition 05.2011 


1.25.2 Installation 


(@] Note 


Apply transferable adhesive tape = Chemical Materials Manual 
to the door inner panel (gluing area of the membrane) with the 
Transferable adhesive tape applicator -EQ 7414- in case there is 
loss of membrane adherence. 


- Install the membrane by passing the cable and harnesses 
through the holes and stick it to the door inner panel. 


- Press the sealing membrane of the door with the Press tool 
-3356- . 


- Fix the sealing membrane to the door lock operation cable and 
harnesses. 


- Install the lower attaching bushings of the door lining (models 
up from model-year 2011). 


- Install the loudspeaker, if any. 


- Install the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


1.26 Door sealing trim - Assembly overview 


Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 


@ Press tool -3356- 


w00-0202 
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@ Wedge -T 10039/1- 


1 - Double faced adhesive tape 
Q When assembling a- 
new outer weatherstrip, 
remove the liner of the 
double faced adhesive 
tape. 8 
2- Door external packing © 
Q Self-adhesive 
Q Remove and install 
= page 88 
3 - Door inner packing 
Q It is covered on the low- 
er portion by the door sill 
panel 


Q Remove and install 
= Item 3 (page 91) 
4 - Threshold sill 
Q_ Remove and install > 
Body - internal mount- 
ings; Rep. Gr. 68 ; In- 
ternal equipment 
5 - Fit the outer door weather- 
strip (rear portion) 


6 - Fit the outer door weather- 
strip (luggage compartment 
portion) 
7-Pin 
Q Under pressure » 02.05 
Q Screwed 03.05 » 


110039 


Volkswagdh ac 
96) AG 
7 doe. 


yagen AG: 
NOE 


nop 
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1.27 Door outer weatherstrip - Remove and 
install 

1.27.1 Removal 

- Remove the attaching pin with the Ejector lever -80-200- 


(a Note 


Removable with the Ejector lever -80-200- only for vehicles man- 
ufactured up to 02.05. The pin is screwed for the vehicles manu- 
factured up from 03.05. 


\\-80-200 
\\ 
\i 


= \ 


ZT 


- Heat the area with the Blow pipe -VAG 1416-. 


- Unglue the weatherstrip using the Wedge -T 10039/1- . 


1.27.2 Installation 


- Clean the door frame gluing area with the Adhesive remover 
-D 002 000 10- and, then, apply the Cleaning solution -D 009 
401 04- . Dry the area with a dry cloth. 


- Heat the adhesive tape of the weatherstrip and door frame, at 
the assembly area with the Blow pipe -VAG 1416- at a tem- 
perature ranging from 30 to 40°C. 
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- Press the fitting -6- of the weatherstrip and then press the fit- 
ting -5- of the weatherstrip against the holes of the door frame. 


- Remove the double faced adhesive tape liner -1- and glue the 
weatherstrip pressing it forcefully (more than 10 N) with the aid 
of the Press tool -3356- . Move the press tool always in the 
same direction. 


(a) Note 


Avoid the rolling movement. 


- Install the pin -7-. 


(a) Note 


After the assembly, the door should remain open for a minimum 
period of 30 minutes so that the pressure of the door under the 
weatherstrip do not cause the premature ungluing of the weath- 
erstrip. 
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1.28 Door inner weatherstrips - Assembly 
overview 


Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 


@ Press tool -3356- 


wo0-0202 
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1 - Outer door seal 
Q  Self-adhesive 


Q Removal: gen AG. VolksPrage 
- Inorder'to remove the 
seal, heat it using the 

“Blow pipe -VAG 1416- . 


- Clean the cutting of the 
door with the Cleaning 
solution -D 009 401 04- 
and carry out the treat- 
ment with the Silicone 
remover -LSE 020 100 
A3- rubbing it until dry- 
ing. 

Q Installation: 


- Press the seal end plug 
inside the door recess 
opening. 


- Remove the double- 
face tape protection and 
glue the seal by starting 
at the plug. 


- Using the Press tool 
-3356- press it forcefully 
(more than 40 N). 


ie Approx. operation tem- 
“perature 20 °C 
2- Double faced adhesive tape 
3 - Inner door weatherStrip 


Q It is covered on the low- 
er portion by the door sill 
lining 

= Item 4 (page 91) 


Q In order to install the seal, start from the B-pillar lining 
4 - Door-sill trim 


Q Remove and install = Body - internal mountings; Rep. Gr. 68 ; Front door-sill trim - Removal and 
installation 


| AR57-1001 


1.29 Front door-sill adhesive - general over- 
view of assembly 


Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 
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@ Press tool -3356- 


wo0-0202 


1-Trim 


Q Only for Space Cross 
and Suran Cross vehi- 
cles 


Q Self-adhesive 
2 - Threshold 
Q Self-adhesive 


ARS?7-005 1 


1.30 Cylinders and keys (information specific 
to Brazil) - request 
The key may be requested to the parts department with the orig- 


inal mechanical key code. To do so, follow the instructions in the 
Parts Memo number 156 from June 2004. 


Complete cylinders may be requested by fax (0XX11) 4347-3652 
with all the information about the vehicle (chassis number, original 
mechanical code of the key, etc.) 
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2 Central locking 


2.1 Overview of central locking installation locations 


1 - Front hood contact switch / 
motor cover for alarm system - 
F120- 


2 - Connection 


Q Location: on the right 
side of the engine com- 
partment 

Q Location: pillar A 

Q The halves should be 
turned in order to dis- 
connect the connector. 


3 - Front passenger side win- 
dow regulator motor -V148- 


Q Remove the door lining 
= Body - internal 
mountings; Rep. Gr. 
70 ; Lining / Insulation 


Q Remove the window op- 
eration engine 
4 - Right front door lock 


Q > Remove the door lining 
= Body - internal 
mountings; Rep. Gr. 
70 ; Lining / Insulation 


Q Remove the door lock 
5 - Connection 
Q Location: pillar B 


Q In order to disconnect 
the connector, remove 
the protection gaiter 


6 - Rear right window regulator 13 12 11 
motor -V2 


Q > Door operation unit in 
vehicles with comfort 
system 


Q Integrated to the window operation engine 
Q > Remove the door lining = Body - intetnal mountings; Rep. Gr. 70 ; Lining / Insulation 
Q Remove the rear right window regulatoPmotor -V27- 


‘AR57-0050 


7 - Right rear door lock 
Q Electric central lock is integrated to the door tock module 
Q Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 


8 - Rear lid release motor -V139- 
Q Installed on a hood support 
GQ Remove and install (up to model-year 2010) = page 46 
GQ Remove and install (up from model-year 2011) = page 47 
Q Remove the door lock 

9 - Lid latch 
Q Installed on the lid 
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Q Remove and install = page 43 
10 - Connection 

Q Location: on the rear lid behind the lid lining . 

Q Remove rear door lining = Body - internal. mountings; Rep. Gr. 70 ; Lining / Insulation 
11 - Left rear door lock 

Q Electric central lock is integrated to the door lock module 

Q > Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 

Q Remove the door lock > page 118 


12 - Rear left window regulator motor -V26- 
Q Integrated to the window operation engine 
Q Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 
Q Remove the window operation engine;= page 170 


13 - Connection 
Q Location: pillar B 
Q In order to disconnect the connector, remove the protection gaiter 
14 - Left front door lock 
Q Electric central lock is integrated to the door lock module 
Q > Remove the door lining = Body - internal MOUPRIRER Rep. Gr. 70; Lining / Insulation 
Q Remove the door lock = page 75 
15 - Driver side window regulator motor -V147- 
Q Door operation unit in vehicles with comfort system 
Q Integrated to the window operation engine 
Q > Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 
Q Remove the window operation engine = page 167 
16 - Command unit 
Q Installed on the door lining 
Q > Remove the door lining = Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 
17 - Connection 
Q Location: pillar A 
Q_ The halves should be turned in order to disconnect the connector. 


18 - Central control unit for the convenience system -J393- 
Q Assembled onto a support on the central support of the instrument panel 
Q Installation location: it is located beneath the instrument panel, on the driver's side, and over the accel- 
erator pedal (in vehicles with right steering wheel, over the clutch pedal) 
19 - Alarm system horn -H8- 
Q Location: on the right side of the engine compartment 
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2.2 Central control unit for the convenience 
system -J393- - remove 


The operation unit for convenience system -2- is installed in a 


plastic support installed on the center bracket -3- of the instrument 
panel. 


- Remove the baffle -1- for the footrest area on the driver's side 
= Aeration system; Rep. Gr. 85 ; Fan. 


- Pull -arrow- nd Operation unit for convenience system -J393- 
-1- outwards the support -2- and disengage the connector. 


2.3 Key with remote control (up to model-year 2010) - Assembly overview 
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1 - Remote control upper case 
2 - Pad-type battery 
Q Replace = page 96 


3 - Contact plate 


Q Depending on the ver- 
sion, with one or two 
straight edges 


4 - Remote control lower case,\\ 
5 - Main key with variable code 
transponder . 


Q Identified by Volkswa- 
gen logo:stamped on 
the key profile 


2.4 Batteries for keys equipped with remote 
control (up to model-year 2010) - re- 


place 
2.4.1 Removal 


- Insert the screwdriver in the case opening -1-, opposite side 


of switches. 


| ARS7-0004 


NOT-0106 
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- Move the screwdriver in the direction of the arrow and sepa- 
rate the key cases -2-. 


- Using a screwdriver, unlock the locks -arrows-. 


- Disengage the upper battery -1- from supports -2- with a 
screwdriver in direction of arrow. 


2.4.2 Installation 


(a) Note 


Up from 03.09, chassis 94140941, there is only a 3V battery for 
the remote control. 


- Installthe first battery -1- with the positive pole faced upwards 
in the battery case. Then install the second batterypin the 
same way of the first, until the two locks -2- lock. 


[a] Note 


When installing the battery ensure proper polarity and assembly 
position. 


- Press the remote control switch case towards the battery case 
carefully in such a way that damages to sealing are avoided. 


- Insert the key. 


NOT-0150 


57-0046 


2.5 Key battery with remote control (up from model-year 2011) - assembly 


overview 
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1 - Key with variable code 
transponder 


2 - remote control - upper por- 
tion 
3 - Light emitting diode (LED) 

Q The LED light has to 
flash when actuating the 
remote control. 

Q Incase the LED light 
does not flash when ac- 
tuating the remote con- 
trol, the battery is dis- 
charged and should be 
replaced. 


4 - Battery 
Q Remove the battery 
=> page 98 
Q Install the battery 
=> page 99 


5 - Remote control - lower por- 
tion 


2.5.1 Removal 


- Fit the screwdriver to the slot between the remote control -1- 
and the key -2-. 
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— Turn the screwdriver in the direction of the -arrow- so as to 
separate the remote control from the key. 


— Open the remote control /-1- with the key body -2-. 


- Disengage.thé battery-1- from the attaéhments -2-, with the 
aid of the’screwdriver, in the direction of the “arrow-. 


2.5.2 Installation 


When installing the cell, pay attention to the polarity and assembly 
position. 


- Install the battery -1- to the remote control -2- with the positive 
pole faced downwards (the positive pole is marked on the 
case). 


- Pressing slightly the battery, it is fitted to the remote control. 


- Install the cover to the remote control (do not damage the 
joint). 


Fit the remote control to the key. 


2.6 Key battery with remote control(up from 
model-year 2011) - replace 
2.6.1 Removal 


- Fit the screwdriver to the slot between the remote control -1- 
and the key -2-. 


[[ns7-107 | 


2. Central locking YO 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


- Turn the screwdriver in the direction of the -arrow- so as to 
separate the remote control from the key. 


- Open the remote control -1- with the key body -2-. 


- Disengage the battery -1- from the attachments -2- with the 
aid of the screwdriver, in the direction of the -arrow-. 


2.6.2 Installation 


When installing the cell, pay attention to the polarity and assembly 
position. 


- Install the battery -1- to the remote control -2- with'the positive 
pole faced downwards (the positive pole is. marked on the 
case). 


- Pressing slightly the battery, it is fitted'to the remote control. 


- Install the cover to the remote control (do not damage the 
joint). 


' 


Fit the remote control to the key. 


2.7 Fitting of the keys with remote control 


The fitting of the keys with remote control is done with the Diag- 
nosis, Measurement and Information System -VAS 5051A/52- . 


- Select in Diagnosis, Measurement and Information System - 
VAS 5051A/52- the “Assisted troubleshooting”. 


- Select the function "SelectiomPof components" through the key 
Sprung] and sequentially the following options of menu: 


Body 
General body repairs 


01 - Self-diagnosis systems 
Convenience systems 


Functions - Convenience system 


rere eo @ 


Fitting of the keys with remote control 
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2.8 Key (up to model-year 2010) - synchron- 
ize 

The key synchronization is required when some key is actuated 

out of system field of action 

- Turn the ignition key on using the spare key. 


- Insert the key with the remote control in the door cylinder, 
driver's side. Turn it counter-clockwise and keep it in this po- 
sition. 


- Press the key -1- continuously until getting the synchronism 
that will happen after the automatic locking and unlocking of 
the doors. 


ACentral control unit for the convenience system -J393- store up 
to two synchronizations. In order to effect the third synchroniza- 
tion, it is required to reset the unit through the Diagnosis, Meas- 
urement and Information System -VAS 5051A/52- . 


@ “46 - Convenient system central module.” 
@ “Function 10 - Fitting” 
@ “Channel 11”, reset. 


2.9 Key (up from model-year 2011) - syn- 
chronize 


The key synchronization is required when some key is actuated 
out of system field of action 


- Turn the ignition key on using the spare key. 


- Insert the key with the remote control in the door cylinder, 
driver's side. Turn it counter-clockwise and keep it in this, po- 
sition. 


- Press the key -1- continuously until gettirig the synchronism 
Hea will happen after the automatic locking and unlocking of 
the doors. 


A Central control unit for the convenience system -J393- store up 
to two synchronizations. In order'to effect the third synchroniza- 
tion, it is required to reset the ynit through the Diagnosis, Meas- 
urement and Information System -VAS 5051A/52- . 


@ “46 - Convenient system-central module.” 
@ “Function 10 - Fitting” 


@ “Channel 11”, reset. 


AS7-10035 
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components 
1 Rear doors 
1.1 Rear doors (up to model-year 2010) - assembly overview 
1 - Lock knob 


Q Installed on the lock rod 
until the stopper 


Q Under the condition 
-locked door-, the upper 
end of the button should 
be 19 mm above the 
door lining. In case the 
door is unlocked, the up- 
per end of the knob shall 
be 29 mm above the 
door lining 


2 - Lock rod 
3 - Inversion lever 

Q Replace = page 124 
4 - Command rod 


bas | 


13 121110/ 


5 - Interior door handle 
Q_ Remove and install 
= page 111 
6 - Lock operating cable 


Q Remove and install 
= page 125 


7 - Door lock 
Q Lubricate with multi-pur- 
pose.grease = Chemi- 
cal Materials Manual or 
-G.052 745 A2- 
8 - Screw 
Q M6x10 
Q 4Nm 
9 - Lotk 
Q GRemove and install 
= page 118 
10 - Exterior handle 
Q Remove and install = page 115 


11 - Cover cap 


12 - Exterior handle housing 
Q Remove and install = page 114 


13 - Bracket 


Rear doors - assembly oVerview - continued 
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1- Screw 
ams 
Q 20 Nm + 1/4 (90°) 


Q Shall be replaced when- 
ever loose or removed 


2- Screw 
ams 
Q 20 Nm + 1/4 (90°) 


Q_ Shall be replaced when- 
ever loose or removed 


3 - Screw with inner multitooth 
Q M8 
Q 120 Nm + '/4 (90°) 


Q Shall be replaced when- 
ever loose or removed 


4-Nut 
Q 14Nm 
5 - Hinge pin 
6 - Door hinge 
7 - Bracket 
8 - Stopper 
Q Adjust = page 109 
9 - Screw 
Q 20Nm 
10 - Screw 
Q 25Nm 
11 - Door limiter 


Q Remove and install _< 
= page 110 ‘ 


12 - Screw 
Q 6Nm 


oyun 
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1.2 Rear doors (up from model-year 2011) - assembly overview 


1 - Exterior handle 
Q Remove and install 
= page 113 P 
wae 
2 - Cylinder case without'lock 
cylinder ra 
Qa Remove-and install 


a) 

© until the stopper 
© Position concerning the 
S door lining = page 127 


5= Lock rod 
6= Eyelet 
7 = Bushing 
8 <Lock operating lever 
9- Screw 
Ce 20 Nm 
10 - Daor lock 
Q Remove and install 
= page 
11 - Lock opérating cable 


Q Remove aridjinstall 
=> page 126 “%, 


12 - Screw 
Q 25Nm 
13 - Door limiter 


Q Remove and install 
= page 110 


14 - Screw 
Q 6Nm 
15 - Screw 
Q 20Nm 
16 - Door stop 
Q Adjust = page 109 
17 - Screw 
Q M8 
Q 20 Nm + 1/4 (90°) 
QO Shall be replaced whenever loose or removed 
18 - Nut 
Q 14Nm 
19 - Door hinge 
Q In two parts 
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20 - Hook of the lock operating cable 
21 - Cable support 
Q in the door trim 
22 - Internal door handle 
23 - Door 
Q Remove and install > page 105 


Q Adjust = page 107 
Q Disassemble and assemble = page 109 


Q Replace = page 109 


1.3 Rear door - remove and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


SS 
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1.3.1 Removal 


| R58-10011 


- Pull the protective boot -3- from pillar B and disconnect the 
electric connections of the connector installed on pillar B. 


- Remove the nuts -2- from the hinge pins -1-. 

- Remove the screw -4- from the door stopper. 

- ?Disengage the door upwards and out of the hinge edges. 
1.3.2 Installation 


The installation is done in the reverse sequence. In this case, we 
should pay attention to the following: 
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| R58-10011 


- Tighten nuts -2- of the hinge pins with 14 Nm. 

- Tighten the screw -4- of the door stopper with 25 Nm. 
1.4 Rear door - adjust 

Special tools and workshop equipment required 

@ Wrench -3320- 

@ Multitoothed bits -3320/3- 
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# Multitoothed socket -3410- 
3410 


W00-0997 


@ Torque wrench - 5 to 50Nm (socket 1/2") -VAG 1331- 


V.A.G 1331 


(a) Note 


¢@ Inorder to adjust the front-door correctly, the vehicle shall be 
supported on its wheels. 


@ The front door will be correctly adjusted when the clearances 
are according to the specification = Body Repairs; Rep. Gr. 
00 ; Technical data - Body clearance measures when the door 
is closed. 


¢ After reinstallation or adjustment, adopt protective measures 
against corrosion in the hinges and screws. 


In order to get the clearance adjustment correctly, the screws 
-1- , and -2- on pillar A should be loosened. 


+ For the screw -1-, in the doorlower hinge, the lower lining of 
pillar B should be removed: = Body - internal mountings; Rep. 
Gr. 70 ; Lining / Insulation . Untighten the screw with the mul- 
titoothed socket -3410- . 


+ For the screw -1-, in the door upper hinge, the upper lining of 
pillar B should be removed: = Body - interhial mountings; Rep. 
Gr. 70 ; Lining / Insulation Untighten the scréw,with the mul- 
titoothed socket -3410- . 


For the screw -2-, untighten it with the screwdriver -3320- and 
multitoothed bits -3320/3- . 


Adjust the door stop = page 109 . 


‘AR98-0050 


108 Rep. Grss - Rear doors/Door components 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


1.5 Rear door- disassemble and assemble 


1.5.1 Disassembly 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Remove the door sealing membrane = page 84 . 


- Remove the door window actuating mechanism 
= page 169. 


- Remove the door window glass = page 163 . 

- Remove the rear door fixed door = page 171. 
- Remove glass internal and external packings. 
— Remove the doof glass groove. 

- Remove-the outer handle = page 115 . 

- Remove the lock pin rod and reversing lever. 

- ,Remove the lock = page 118 . 

= Remove the door limiter > page 110 . 


~ Disconnect the protection gaiter and remove the door interior 
harness. 


1.5.2 Assembly 
- Install in reverse order. 


1.6 Rear door - replace 


1.6.1 Removal 

- Disassemble the door = page 109 . 

+ Remove the door = page 105 . 

16.2 Installation 

- Apply seal/ insulation to the door = Chemical Materials Man- 
ual. 

- Install thedoor noise insulation > Body - internal mountings; 
Rep. Gr. 70°Lining / Insulation . 

- Paint the door > Paintitg Manual . 

- Install the door > page 105 . 

- Apply anti-corrosion fluid = Painting Manual . 

- Assemble the door = page 109 . 

17 Door stopper - adjust 


Special tools and workshop equipment required 
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"Torque wrench - 5 to 50 Nm ( socket 1/2")" -VAG 4331- 
V.A.G 1331 


—— 


1741 Adjusting 
- Loosen the stopper attaching screws. 
- Temporarily fit the stopper and position the screws . 


- Close the door ensuring the perfect alignment with the body, 
based on specific gap dimensions % Body - Repair; Rep. Gr. 
00 ; Technical data - Body clearancémeasures . 


- Tighten the stopper definitively with: 

+ 20 Nm (T45) 

* (up from model-year 2011) - 20 Nm (multitoothed) 

1.8 Door limiter - remove and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


1.8.1 Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Remove the door sealing membrane = page 128 . 
- Remove the B-pillar limiter fixing screw (T-40). 
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- Remove screws -arrows- that attach the door limiter (T-30). 
- Remove the limiter from the inside part of the door. 


a: 
7188-0080 
z 


1.8.2 Installation 

- Install in reverse order as of the removal. 

1.9 Inner handle (up to model-year 2010) - 
replace 


1.9.1 Removal 


- Remove the door lining = Body - internal mountingspRep. Gr. 
70 ; Lining / Insulation . 


- Disengage the lock actuating cable. 


- Move the joint pins -1- from the handle in the direction of the 
arrow until stopping, at the door lining. 


- Open internal handle, detach spring and pull it out of door trim. 


1.9.2 Installation 

- Install in reverse order as of the removal. 

1.10 Rear door outer handle and lock (up to model-year 2010) - assembly over- 
view 
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1 - ?0peration cable 
Q Lock release. 


2 - Torx screw 


Q Loosen with the Torque 
wrench -T10072- 


Q When loosing the 
screw, the lock cylinder 
case attachment is un- 
locked -7-, and may be 
pressed outwards the 
outer handle support 
3: 

Q The screw -2- cannot be 
tightened without the 
lock cylinder case being 
inserted. Locking ring 
may fall off into the door. 


R58-0031 


-Handle support in Zamak, 4.5 Nm- 

SQ -Handle support in PA6 30 GF, 2.5 Nm- 
3 Outer handle support 
Remove lock cylinder housing 
Remove door handle r 
Remove the door lining + Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation 
Remove the sealing membrane on the door handle area. 
Loosen the screw -4-, push the outer handle support backwards sighty and remove it from the door 


eouoo 


4 - Screw 
5 - Door-handle 
Q Remove and install = page 115 
Qa Covereap 
6 - Cover cap : 
7 - Cylinder case without lock cylinder 
Q Remove and install > page 114 
8 - Bracket 
9 - Rear left/right central door locking system -V307/V308- 
Q Replace = page 127 
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10 - Screw 
11 - Door lock 
Q Remove and install > page 118 


1.11 Rear door outer handle and lock (up from model-year 2011) - assembly 
overview 


1 - Outer handle support 


Q Remove lock cylinder. 
housing oy 


Remove doorandle 


Q Remove thé door lining 
= Body internal 
mountings; Rep. Gr. 
70 ;Lining / Insulation 

Q > Remove the sealin: 
membrane on the door 
handle area 


Q <Loosen the screw -4-, 
push the outer handle 
support backwards 
slightly and remove it 
from the door 


2- Screw 
QE 2.5 Nm 


3 - Tarx screw 


Q ‘Loosen with the Torque 
wrench -T10072- 


Q When loosing the 
screw, the lock cylinder 
case attachment is un- 
locked =7-, and may be 
pressed outwards the 
outer handle support 


Q The screw -2- cannot be 
tightened without the? 
lock cylinder case being 
inserted. Locking ring 
may fall off into the door. 


-Handle support in Zamak, 4.5 Nm- 
Q -Handle support in PA6 30 GF, 2.5 Nm- 


4 - Door handle 
Q Remove and install > page 116 
Q Cover cap 


5 - Cover cap 


6 - Cylinder case without lock cylinder 
Q Remove and install > page 114 


7 - Sealing 
8 - Door lock 
Q Remove and install > page 122 
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9 - ?0peration cable 
QO Lock release 


10 - Lock operating cable 

Q Remove and install > page 126 
11 - Eyelet 
12 - Locking rod 


13 - Locking button 
Q Installed on the lock rod until the stopper 
Q Position concerning the door lining = page 127 


1.12 Cylinder housing without cylinder lock - 
remove and install 


Special tools and workshop equipment required 
@ Torque wrench -T10072- 


T 10072 


© 


Removal 
- Disengage the plug -1-. 


[[rs7-10060 | 
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- Pull and hold the door handle -1-. Loosen the screw -3- with 
torque wrench -T10072- and press it simultaneously in the di- 
rection of the outer handle. This releases the lock in the lock 
cylinder housing. 


(a) Note 


/f sérew is excessively loosened the lock ring may detach from 
the outer handle support as a result, and fall off into the door: 


- Pull the lock cylinder housing -2- outwards the outer handle 
support, at right angle concerning the door handle. 

Installation 

Installation happens in reverse order, ensure the following: 


- Install the lock cylinder housing to the outer handle support at 
right angle. 


— Tighten the screw at the outer handle support with the Torque 
wrench -T10072- . 


The door handle is fitted again to the lock cylinder housing when 
there is an audible click. 


(a) Note 


When assembling, press the door handle and lock cylinder hatis- 
ing-towards the door plate. 


1.13 Door outer handle (up to model-year 
2010)=.remove and, install 


Special tools and workshop equipment required 
@ Assembly tool -T 10389- or Assembly tool -T 02005- 


1.13.1. Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Unglue door sealing membrane at the upper portion. 


Bee 


758-0082 


T02005 


(Q00- 10046 
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- Remove the housing of the cylinder without lock cylinder. 
- Disengage the clip -1- from the door handle -2-. 

- Disengage the door handle -2- from the door panel. 

- Remove the door lock = page 118. 


(@] Note 


The removal of the door lock is required for repositioning the lock 
actuating spring. 


1.13.2 _ Installation 


rie 


Before beginning the installation, the spring -2- should be posi- 
tioned in order the handle does not have a clearance when 
actuated. For this, follow the instructions below. 


Remove the lock attaching the screw where the tool will be 
inserted assembly tool -T 10389- or assembly tool -T 02005- 


- Insert the assembly tool -T 10389- or assembly tool -T 02005- \Ac—T 02005 


(ee-10007 | 


to the lock attaching hole. 

- Inorder to view it better, illuminate the door inner portion with 
a drop light. 

- Fit the spring -2- to the actuating lever -1-. 

- Fit the door handle,-2:t6'the door panel. 


- Pull the clip ;4*° inwards the sheet cutting and fit to théidoor 
handle. 


(a) Note 


Duting the clip assembly, the latch actuating lever -3- cannot be 
pulled and the door handle -2- should be pressed towards the 
door panel. 


1.14 Door outer handle (up from model-year 
2011) - remove and install 


‘Special tools and workshop equipment required 
@ Hook -T10118- 


110118 


, a, 


Wo0-1748 
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1.14.1. Removal 

- Remove the lock cylinder housing. 

- Disengage the clip -1- from the door handle -2-. 

- Disengage the door handle -2- from the door panel. 


1.14.2 ©Installation 


FI57-10053 | 


- Through the door panel opening -1-, Insert the hook -T 10118- 
to the door. 


- Inorder to a better visibility, illuminate the door inner portion 
with a drop light. 


- Turn the hook -T 10118- in the spring -4- -arrow A-. 
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- Slowly pull the hook -T 10118- in the direction of -arrow B-, 
attach the spring to the lever -3- fitted to door lock -1-. 


- Fit the door handle -2- to the door panel. 


- Pull the clip -1- inwards the sheet cutting and fit to the door 
handle. 


(@) Note 


During the clip assembly, the latch actuating lever -3- cannot be 
pulled and the door handle -2- should be pressed towards the c NST-0214 
door panel. 


Install the lock cylinder housing. 


1.15 Exterior door handle - replace 


1.15.1. Removal 

- Remove the outer handle = page 115. 
1.15.2 Installation 

- Paint the handle = Painting, Mariual. . 


- Install in reverse order'as of the removal. 


1.16 Rear door lock (up to model-year 2010) 
-femove and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.AG 1331 


1.16.1 %, Removal 


- Remove the rear door lining with the window glass lifted = 
Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation . 


- Unglue the doorsealing membrane at the upper portion. 
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- Remove the outer handle housing = page 114 . 


Ne7-0214 


- Disengage the clip -1- from the door handle -2-. 


- Push the pin -arrow- and,remove the reversing lever. 


R5S-10016 
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- Disengage the clip -6- of the operation rod-7-. 


- Disconnect'the connector of the -4- of Rear left/right central 
door locking System -V307/V308- . 


- Remove the attaching screws -3- from the door lock and re- oO e 
move the lock through the assembly opening. 
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1.16.2 Installation 


R58-10015 | 


- Fit the spring -1- to the lock actuating lever -2-. 


- Position the lock and install the attaching screws -3- of the door 
lock with a torque of 4 Nm. 


- Engage the connector Rear left/right central door locking sys- 
tem -V307/V308- -4-. 


- Install to the clip -6- of the lock operation rod-7-. 


ir 


FS8-10016 
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- Push the pin -arrow- and install the reversing lever. 


- Pull the clip -1- inwards the sheet cutting and fit to the door 
handle -2-. 


(@] Note 


During the clip assembly, the lock actuating lever -3- cannot be 
pulled and the door handle -2- should be pressed towards the 
door panel. 


- Install the lock cylinder housing. 


- Install the door sealing membrane, pressing it with the Press 
tool -3356- . 


- Install the rear door lining + Body - internal mountings; Rep. 
Gr. 70; Lining / Insulation . 


1.97 Rear door lock (up from model-year 
2011) - remove and install 


Special tools and workshop equipment required 
Press tool -3356- 


Torque wrench - 5 to 50 Nm (socket 1/2") -VAG 1331- 
V.A.G 1331 


NS7-0214 


woo-0427 
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ATA Removal 


Remove the lock cylinder housing. 


Disengage the clip -1- from the door Handle - 


Remove the rear door lining’ with the window glass lifted > 
Body - internal mountings; Rep. Gr. 70 ; Lining / Insulation . 


R58-10030 


Disengage the eyelet -3- from the door inner panel and dis- 
engage the rod -2- of the bushing -64- at the lever -5-. 


Unglue the adhesive tapes -2 - that attach the sealing mem- 
brane to the lock actuating cable -8-. 


Unglue door sealing membrane for access to the lock. 
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- Disconnect the connector of the Rear left/right central door 
locking system -V307/V308- at the lock. 


- Remove the attaching screws -7- (20 Nm) of the door lock 
-4- and remove the lock through the assembly opening. 


1.17.2 Installation 


- Position the spring -2- under the lock actuating lever -1-, with 
the needle nose pliers. 


- Install in reverse order as of the removal. 


{87-1087 | 


1.18 Rear door lock (up to model-year 2010) 
- replace 


1.18.1 Removal 

- Remove the lock > page 118. 

- Unslot the locks -1- and separate the lock cover cap. 

- Remove the lock actuating cable = page 125..!°" = 

- Remove the inner handle actuating cable page 125 . 

- Remove the bushings. 

- Remove the Rear left/right centraldoor locking system -V307/ 
V308- = page 127, if any. 


[er-0580 


= 


18.2 Install 
— Install in reverse order as‘of the removal. 


1.19 Reversing lever (up to model-year 2010) 
- replace 


1.19.1. Removal 


- Removing rear door trim = Body - internal mountings; Rep. 
Gr. 70 ; Lining / Insulation . 


- ?Disengage the operation rod fromthe reversing lever. 


- Remove the lock pin rod from the lock®, 
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- Remove the pin\atrow- from inversion léver,-1-. 


- Remove;the reversing lever. 


1.19.2 Installation 

- Install in reverse order as of the removal. 

1.20 Lock actuating cable (up to model-year 
2010) - remove and install 

Special tools and workshop equipment required 


@, Pliers -VW 5161A- 
VW 5161 A 


1.20.1 Removal 


- Remove the door lock > page 118. 
- Unslot the locks -1- and separate the lock cover cap. 


- Unfit bushing cable end. 


[Rsr-to0a 
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- Slightly open the cable fitting support with the Pliers -VW 
5161A-. 


- Unfit cable and remove it. 


AS7-0195, 


1.20.2 Installation 
- Fit cable to lock mounting. 
- Fit cable end to bushing. 


- Slightly tighten cable fitting mounting with pliers. 
- Install the door lock > page 118 . 


57-0198, 


1.21 Lock actuating cable (up from model- 
year 2011) - replace 


1.21.1. Removal 
- Remove the doorock. 
- Turn the lock -3- of the cover cap 90°. 


- Disengage the lock:cable -5- and displace the cable -2- 90° in 
order the retainer ofthe cable -1- is aligned with the cutting of 
the lock lever and can be removed. 


- Unfit cable and removesit. 


aT-10088 | 


1.21.2 _ Installation 


- Install in reverse order as of the removal. 


126 Rep. Gr58- Rear doors/Door components 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


1.22 Rear left/right central door locking sys- 
tem -V307/V308- (up to model-year 
2010) - replace 


1.22.1. Removal 
- Remove the doorlock = page 118 . 


- Unslot the locks -1- and separate the lock cover cap. 
— Remove the screw -arrow- which attaches the motor. 
- Release the motor actuating rod and remove it. 


1.22.2 Installation 
- Install in reverse order As of the removal. 
1.23 Lock locking pin with locking rod (up 


from model-year 2011) - remove and in- 
stall 


Special tools and workshop equipment required 
@ Puller and Installer -VW 035- 


VW 035 


(Q00-10064 
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1.23.1 Removal 


- With the locking pin completely raised, fit the Puller and In- 
staller -VW 035- and release the pin. 


- Remove the tool with the pin. 


4 
7 | R58-100285 | 


1.23.2 Installation 

- Insert the pin to the puller arid installer -VW 035- and screw 
the pin so that when locked tHe pin is positioned -nd- concern- 
ing the door lining. 


Measurement -nd- = 0 to - 1 mm: 


/ 
7(_Rs8-10028 | 


1.24 Door sealing membrane - remove and 
install 


Special tools and workshop equipment required 


@ Transferable adhesive tape applicator -EQ 7414- 


EQ 7414 
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@ Press tool -3356- 


wo0-0202 


@ Ejector lever -80-200- 


4.24.1. Removal 


(a) Note 


The‘ inembrane consists of an ??adhesive coating that guaran- 
tees removal up to 3 times without affecting the performance of 
the adhesive. If the adhesive layer is damaged, i.e., by amaviny 
it for the fourth time, install the membrane using transferable ad- 
hesive tapé’=_ Chemical Materials Manual , according to the, 
information below. 


- Remove the door linifigs=s, Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Remove the loudspeaker, if any. 


- Remove the adhesive tapes that fasten the membrane to the 
lock operation cables and harnesses. 


- Remove the bushings -1- with ejector lever -80-200- 
- Pull the sealing membrane off and remove it. 


(a) Note 


Note on the own membrane the number of times that it was re- 
moved, 1nd., 2nd. OF 3nd. times. 


57-1061 


- Remove adhesive residues on door internal panel. 
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1.24.2 Installation 


(@] Note 


Apply transferable adhesive tape = Chemical Materials Manual 
to the door inner panel (gluing area of the membrane) with the 
Transferable adhesive tape applicator -EQ 7414- in case there is 
loss of membrane adherence. 


- Apply transferable adhesive tape to the door inner panel 
(membrane adhesion area) with the Transferable adhesive 
tape applicator -EQ 7414-. 


- Install the membrane by passing the cable and harnesses 
through the holes and stick it to the door inner panel. 


- Press the sealing membrane of the door with the Press tool 
-3356- . 


- Fix the sealing membrane to the door lock operation cable and 
harnesses. 


- Install the lower attaching bushings of the door lining. 
- Install the loudspeaker, if any. 


- Install the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


1.25 Door sealing trim - Assembly overview 
Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 


@ Press‘tool -3356- 


woo-0004 


wo0-0202 


130 Rep. Grss - Rear doofS/Boor components 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


@ Wedge -T 10039/1- 


1-Pin'; 
Q under pressure » 02.05 
Q screwed 03.05 » 

2: Door external packing 
Q self-adhesive 


Q remove and install 
= page 132 


3 - Door inner packing 
Q It is covered.on the low- 
er portion by thie door sill 
panel %, 
remove and install 
= page 132 


4-Clamp 


5 - Threshold sill 


remove and install > 
Body - internal mount- 
ings; Rep. Gr. 68 ; In- 
ternal equipment 


6 - Double faced adhesive tape 


Q > when assembling new 
external trim, remove 
the double face tape lin- 
er. 


7 - Fit the outer door weather- 
strip (luggage compartment 
portion) 


yore 


agen AG. Volkswagen Ag 


Soy 
Me, 710039 
2 


\\_ (58-0015 ] 
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1.26 Door outer weatherstrip - Remove and 
install 


1.26.1 Removal 


- Remove the attaching pins with the Ejector lever -80-200- . 


(a) Note 


Removable with the Ejector lever -80-200- only vehicles » 02.05. 
The pin the vehicles manufactured 03.05 » is screwed. 


- Heat the area with the Blowpipe -VAG 14168... 
- Unglue the weathé?strip using the Wedge -T 10039/1-% 


\' 
aa} 


T 


1.26.2< Installation 


- Clgan the door frame gluing area with the Adhesive remover 
-D°002 000 10- , and, then, apply the Cleaning solution -D 009 
401 04-. Dry the area with a dry cloth. 


- Heat the adhesive tape of the weatherstrip and door frame, at 
the assembly area with the Blow pipe -VAG 1416- at a tem- 
perature ranging from 30 to 40°C. 


-« Press the fitting -7- of the weatherstrip (over the front door and 
over the rear door) towards the door frame holes. 


—- aRemove the double faced adhesive tape liner -6- and glue the 
weatherstrip to the pillar C area, centering the weatherstrip. 
Press the weatherstrip forcefully (more than 10 N) with the aid 
of the Press tool -3356- . Move the press tool always in the 
same direction. 


(a) Note 


Avoid the rolling movement. 


- Install the pins “4-,, 


(@] Note 


After the assembly, the door should remain open for a minimum 
period of 30 minutes so that the pressure of the door under the 
weatherstrip do not cause the premature ungluing of the weath- 
erstrip. 


1.27 Door inner weatherstrip - remove and 
install 


1.2721 Removal 


- Remove the sill panel trim + Body - internal mountings; Rep. 
Gr. 68 ; Internal equipment . 


- Disengage the weatherstrip from the flange fit. 


132 Rep. Grs8 - Rear doors/Door components 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


1.27.2 Installation 


(a) Note 


@ At the weatherstrip -1- partially removed, the weatherstrip 
flanks should be compressed -2- before the assembly. 


@ The installation of the new part should be done by hitting 
slightly with a rubber hammer for the fit of the weatherstrip 
-1- to the flange -3-. 


- The vulcanized splice of the weatherstrip should be assem- 
bled on the pillar B, area under the door lower hinge 
arrow-A-. 


- Press the weatherstrip by hitting slightly with a rubber ham- 
mer. 


- Install the door sill panel trim =. Body,;.internal mountings; 
Rep. Gr. 68 ; Internalequipment . 


S8-10031 
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63 — 
1 Front bumper 
14 Front cover (up to model-year 2010) - assembly overview 


1 - Front protection 
Q remove = page 136 
2 - Adjustment nut 
Q + 03.04 
Q 2 parts 
Q Adjust without any ten- 
sion 
3 - Lock nut 
Q > 03.04 
Q 2 parts 
Q 6.5Nm 
4 - Front panel 
5 - Screw 
Q 4 parts 
Q 6.5Nm 
6 - Coupling nut 
Q 6 parts 
7 - Screw 
Q 6 parts 
Q 1.5Nm 
8 - Coupling nut 
Q 4 parts 
9 - Screw 
QO 2parts 
Q 6.5Nm 


10 - Screw 
Q 4 parts R63-0003 
Q 1.5Nm 

11 - Screw 
Q 6 parts 
Q 6.5Nm 

12 - Screw 
Q 3parts 
Q 6.5Nm 

13 - Front VW logo 
QO Fitted to bumper cover 
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1.2 Front cover (up from model-year 2011) - assembly overview 


1 - Side guide 
2 - Plastic bushing 


3 - Screw 
Q 2parts 
Q 1.5Nm 


4 - Riveted nut 
Q To install, use the Pop 
rivet nut pliers POP NUT. 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT - 
EQ 7422- 
5 - Screw 
Q 6 parts 
Q 3Nm & 
6 - Screw 
Q 6 parts 
Q 1.5Nm 


7 - Riveted nut : 
Q To install, use the Pop 
rivet nut pliers POP NUT 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT - 
EQ 7422-5 
8 - Screw 5 
Q 4 parts 
Q 1.5 Nm 
9 - Screw 
Q 3 parts % 
Q 3Nm 
10 - Front protection 


11 - Riveted nut : x 
Q Toinstall, use the Pop rivet nut pliers POP NUT -VAG 1765B- or Pop'ivet nut pliers POP NUT -EQ 7422- 


1014 ov ut 


(> 
R63-10123 


12 - Screw 
Q 2parts 
Q 3Nm 
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1.3 Front protection (only for Space Cross and Suran Cross) - Assembly over- 
view 


1 - Side guide 
2 - Plastic bushing 


3 - Screw 
Q 2parts 
Q 1.5Nm 


4 - Riveted nut 
Q To install, use the Pop 
rivet nut pliers POP NUT 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT = 
EQ 7422- 
5 - Screw 
Q 6 parts 
Q 3Nm 
6 - Screw 
Q 6 parts 
Q 1.5Nm 
7 - Riveted nut 
Q To install, use‘the Pop 
rivet nut pliers ROP NUT 
-VAG 1765B- ofPop riv- 
et nut pliers POR NUT - 
EQ 7422- A 
8 - Screw 
Q 4 parts 
Q 1.5Nm 
9- Screw : >. 
Q 3 parts ee S 
Q 3Nm fn, ’ NS ARG3-0056 
10 - Front protection - 
11 - Riveted nut 
Q To install, use the Pop rivet nut pliers POP NUT -VAG 1765B- or Pop rivet nut pliers POP NUT -EQ 7422- 
12 - Screw 
Q 2parts 
Q 3Nm 


1.4 Front bumper cover (up to model-year 
2010) - remove and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


R63-10111 


(a) Note 


For Crossfox version (» 2007), it is required the removal of the 
bolts -4-that attach the center cover member. 


- Remove anti-noise = page 12. 
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ao 


- Remove screws -2- and -5- (1.5 Nm) from the Wheelhguse 
fenders. 4 


- Remove screws -6- of the lower fastening of thgsinjeeihouse 
fenders. 


- Remove screws -3- and -7-. 


- Displace the wheelhouse shield downwards and remove the 
screws -3- and -1-. 


R63-10112 


- Remove the lock nut -2- (> 03.04). 
- Remove screws -4-. 
- Remove the bumper cover carefully -3- forward. 


- Disconnect the electric connectors (fog headlight, pencil beam 
- Crossfox). 


1.4.2 Installation 


The installation is done in the reverse sequence. In this case, we 
should pay attention to the following: 
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R63-10112 


- Attach the adjusting nuts -1- an 2; 
pins of the front shield. 


- Install the front shield -3- and install the screws ‘manually -45)!" 


> 03.04) to the screw 
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R63-10111 


- Install the screws manually -3- and -7-. 


8}0y, 
Id 
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R63-10112 


- Align the front shield -3- to:the oblong holes with the headlight 
housing and the fender by using the adjusting nuts (> 03.04) 
=> Body Repairs; Rep. Gr. 00,; wae clearance measure- 
ments . 


- Turn the adjusting nuts without iénsioning them (> 03.04) to- 
wards the front panel. , 


- Tighten all screws permanently. 


1.5 Front bumper cover (up from’thodel- ow’ 
year 2011 and/or Space Cross and Sur- 
an Cross) - remove and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm -VAG 1783- 


1.5.1 Removal 


- Remove front grille. 


R63-10124 


— Remove screws -1- and -3- (1.5 Nm) from the wheelhouse 
fenders. 


- Displace the wheelhouse shield downwards and remove the 
screws -4- (1.5 Nm). 


- Remove screws -5- (1.5 Nm). 
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Remove screws -6- (3 Nm). 


R63-10125 


% Disengage the front cover -2- from the guide -1-. 


Remove screws -3- that attach the front panel cover.’ 
Remové the front cover. f : 
Remove the frdht’shield carefully -3, forward. 


Disconnect the fog light connectors and Ambient temperature 
sensor -G17- 


1.5.2 Installation 


Installation happens in reverse order, ensure the following: 


Check the clearance measures = Body Repairs; Rep. Gr. 00; 
Technical data - Body clearance measures and tighten the 
fastening screws. 
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1.6 Front protection support - assembly overview 


1 - Front protection support 
2- Screw 

Q 6 parts 

Q 35Nm 
3- Screw 

Q 4 parts 

Q 8Nm 


vows" 


agen NG. Volkswagen agg, 
: es, 


$ 


poses, in part or 
Aourposes, ini 
28 
1ujDe100 BU, OW" 
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2 Rear bumper 


241 Rear bumper (up to model-year 2010) - assembly overview 


1 - Hexagon nut 
Q 2parts 
Q 65Nm 
2- Screw 
Q 4 parts 
Q 1.5Nm 
3 - Guide part 
4- Screw 
Q 4 parts 
Q 65Nm 
5 - Rear protection ; 
Q_ Remove and insfall 
spage146 & 
6 - Screw 
Q 10 parts 
Q 1.5 Nm 


| AR63-0001 
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2.2 Rear shield (up to model-year 2010) - remove and install 


| AR63-0001 


2.2.1 Removal 


- Remove thé covers from the side lining of the luggage com- 
partment. 


- Loosen the screws -6- from the wheelhouse covers. 
- Loosen the lower screws-4- 


- Remove the side screws-2- and loosen the nuts under the 
taillight -1- 


= Pull the rear shield-carefully -5- outwards the guide part slot 
-3- and remove it backwards. 


2.2.2 Installation 
Install by inverting the removal sequence, paying attention to the 
following: ‘ 


- Tighten belt fastening screws -4- and the nuts -1- with 65Nm. 
- Tighten belt fastening screws -2- and -6- with 1.5 Nm. 
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2.3 Rear bumper (up from model-year 2011) - assembly overview 


1 - Hexagon nut 
Q 2parts 
Q 65Nm 
2- Screw 
Q 4 parts 
Q 1.5Nm 
3 - Guide part 
4- Screw 
Q 4 parts 
Q 6.5Nm 
5 - Rear protection 
G1 Remove and install 
= page 148 


6 - Nut with washer incorpora- 
ted 


7 - Screw 
Q 10 parts 
Q 1.5 Nm 


AR63-0054 
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2.4 Rear shield (up from model-year 2011) - remove and install 


2.4.1 Removal 


Remove the covers from the side lining of the luggage com- 
partment. 


Loosen the screws -6- from the wheelhouse covers. 
Loosen the lower screws-4- 


Remove the side screws-2- and loosen the nuts under the 
taillight -1-. 


Pull the rear shield carefully -5- outwards the guide part slot 
-3- and remove it backwards. 


2.4.2 Installation 
Install by inverting the removal sequence, paying attention to the 
following: 


Tighten belt fastening screws -4- and the nuts -1- with 6.5 Nm. 


Tighten belt fastening screws -2- and -6- with 1.5 Nm. 


AR63-0054 


148 Rep. Gr63- Bumpers 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 


Body - external mountings - Edition 05.2011 


2.5 Rear shield bracket (valid for model-year up to 2010 and up from 2011) - 
assembly overview 


1 - Guide part 
2- Screw 
Q 4 parts 
Q 3Nm 
3 - Rear protection support 


4 - Hexagon nut 
Q 6 parts 
Q 20Nm 


AR63-0055, 
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64 — Windshield, windows, window mechanisms 


1 Glass panels glued with adhesive 


Special tools and workshop 
equipment required 


@ Removal kit for flush bon- 
ded windows -VAG 1474B- 


@ Suction lifter -V.A.G 1344- 
@ Anchor tool -VAG 1351- 


@ Windshield removal set - 
V.A.G 1755- 


@ Hand-cartridge gun -V.A.G 
1628- 


@ Reeling appliance -VAG 
1654A- 


@ Cover for Audi 80/92>, 
dash panel -VAG 1474/8- 


# Cartridge heater -V.A.G 
1939- 


EG) 


Cwer0007] 
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@ Electric cutter for glued 
glass panels -VAG 1561A.. | 


@ Blade 58 mmYWAG 
1561//2- 


@ Blaile 15 mm -VAG 
4561/7/8- 


# Blade -VAG 1561/10- 
> @ Blade -V.A.G 1561/19- 


@ Adhesive compressed air 
applicator -VAS 5237- 


Auxiliary materials for the Brazilian market 


@ Windows adhesive Kit Refer to Chemicals 
Manual ® 
# Cutting cord 357 853 999 


¢@ Glass panel adjustment shim 443 845 631A 


¢@ lsopropyl alcohol Refer to Chemicals 
Manual 


5) Watch the minimum curing time. 


Auxiliary materials for the Brazilian market 


@ Adhesive for glass DA 004 600 A2 ®)” 
panels -2K 


@ Adhesive for glass DH 009 100 03 ®) 
panels - 1K 


@ Activator AMV 181 800 02° 


@ Glass panel/painting D009 200 02° 
primer 
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# Cleaning solution D009 401 04° 
@ Primer dispenser D 009 500 25 ® 
@ Adhesive remover D 002 000 10° 
@ Cutting cord 357 853 999 

# Cutting wire 357 845 955 

¢ 


Glass panel adjust- 443 845 631A 
ment shim 


6) Materials are stored in the box D 004 700. 
7) Watch the minimum adhesive curing time = page 160. 


8) In order to apply these materials we should use the Adhesive compressed alr 
applicator -VAS 5237- . 


9) Heat with the Cartridge heater -V.A.G 1939- according to the manufacturer 
instructions. 


10) Small 110 mi cartridge for seal work and/or when double cartridge with 400 
ml is not enough. 


1.1 Windshield - Assembly overview’ 


1 - Measurement a = 3mm 
Q Sidewards 


2 - PUR adhesive seam 


Q Width of seam cross 
section: 6...7 mm 

Q Height of seam cross 
section: 9...14mm (in- 
cluding remaining mate- 
rial on the glass panel 
and glass panel flange) 

Q Minimum curing time 
= page 160 


3 - Measurement 6 = 2.5 mm 
Q Ontop 


4 - Spacer 


Q 3parts 
QO Self-adhesive 


Q Glue before placing the 
glass panel 


5 - Windshield 
Q Removal = page 153 
Q Installation = page 153 


6 - Glass panel adjustment 
shim 
Q Replacement part N. 
-443 845 631 A- 


7 - PUR adhesive seam joining 
points 


AR64-0057 
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1.2 Windshield - remove swat 
— Remove the windshield lower trim > page 205. 


- Remove the linings from column A= Body - internal mount- 
ings; Rep. Gr. 70 ; Column A lining - removal and installation . 


- Remove the sunshades = Body - internal mountings; Rep. 
Gr. 68 ; Sunshade - removal and installation . 


— Remove the inner rearview mirror + ‘Body - internal mount- 
ings; Rep. Gr. 68 ; Internal rearview mirror - removal and 
installation . 


- Insert a Cover for Audi 80/92>, dash panel -VAG 1474/8- -1- 
between the windshield and the instrument panel. 


- Introduce the Cutting cord -357 853 999- -2- with the aid of a 
tube (from the Windshield removal set -VAG 1755- ) on the 
glass flange. 


- Atthe areas where there is small clearance, distribute the 
Cutting cord -357 853 999- through the outer side and press 
the lip with a Plastic wedge . 


- Slowly pull the Cutting cord -357 853,999- with the handle (of 
Removal kit for flush bonded windows.-VAG 1474B- ) through 
the adhesive bead in the vehicle inner‘portion. 


(@) Note 


Conduct the handle on the glass panel side area as close as pos- 
sible to body glass panel flange through the adhesive seam, $0 
that seal lip does not damage. 


- Attach the end of the Cutting cord -357 853 999- on the Reel- 
ing appliance -VAG 1654A- . 


- Pull the second end of the Cutting cord -357 853 999- inwards 
and put the handle (of the Anchor tool -VAG 1351- ) to hold it. 


- Place the Reeling appliance -VAG 1654A- on the -position I-. 


- Change the position of the device to the -position II-, then to 
the -position IIl- and, continuously until the total cut of adhe- 
sive. 


- During the cut (separation), press the cutting edge towards the 
glass with a Plastic wedge so as to obtain a free passage at 
the glass flange and the instrument panel. 


1.3 Windshield - install 
Prepare the undamaged glass panel for installation 
=> page 158 . 


Prepare the new glass panel for installation = page 158 . 
Prepare the body flange for glass installation = page 159 . 
Assembly instructions = page 159 . 

Adhesive minimum curing time = page 160 . 


1.4 Fixed side glass panels - assembly overview 
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1 - Side glass 
OQ Remove the side glass 
= page 154 
Q Install the side glass 
= page 155 


2 - PUR adhesive seam 


Q > Minimum curing time 
= page 160 


3 - Spacer 

4 - Measurement d = 3 mm 
5 - Measurement a = 3 mm 
6 - Measurement b = 3 mm 
7 - Measurement c = 3 mm 


AR64-0052 


1.5 Undamaged side window - remove 


- Remove C and D pillar, and the luggage compartment lining 
= Body - internal mountings; Rep. Gr. 70 ; Pillars C and D 
lining - remove and install . 
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- Slowly pull the Cutting cord -357 853 999- with the handle (of 
Removal kit for flush bonded windows -VAG 1474B- ) through 
the adhesive bead in the vehicle inner portion. 


- Atthe areas where there is small clearance, distribute the 
Cutting cord -357 853 999- through the outer side and press 
the lip with a Plastic wedge . 


- Place the Cutting cord -357 853 999- around the side glass. 


- Pull the end of the Cutting cord\;357,853 999- with the handle 
through the adhesive-bead in the vehicle inner.portion. 


- Position Anchor tool -VAG 1351- in one of the ends ‘ofthe 
Cutting cord’-357 853 999- inwardly so as to hold it. 


- Fix the*other end of the Cutting cord -357 853 999- on the ~ 
Reeling appliance -VAG 1654A- and cut the glass adhesive. 
Change the position of Reeling appliance -VAG 1654A- until 
the total cut of the adhesive bead. 


7164-0025 


- <During the cut (separation), press the tip of the Cutting cord 
towards the glass with a Plastic wedge so as to get a free 
passage through the glass flange. 


1.6 Damaged side window - remove 


The removal of a damaged side glass is performed in the same 
way as described for the rear glass removal = page 157 . 


1.7 Side window - install 


Prepare the undamaged glass panel for installation 
page 158 . 


Prépare the new glass panel for installation = page 158 . 
Prepare the body flange for glass installation = page 159 . 
Assembly instructions = page 159 . 

Adhesive minimum curing time = page 160 . 


1.8 Rear. window - assembly overview 
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1 - Rear window 
Q Remove the rear glass 
= page 156 
Q Install the rear glass 
= page 158 
2 - Defogger terminal 
3 - Sealing 
Q For rear window wiper 
Q_ Note the assembly posi- 
tion: upper marks 
4 - PUR adhesive seam 
Q Adhesive minimum cur- 
ing time > page 160 
5 - Spacer 
Q 6 parts 
Q Self-adhesive 


Q Glue before placing the 
glass panel 


6 - Measurement a = 3mm 
7 - Measurement b = 4mm 
8 - Measurement c = 3 mm 


1.9 Undamaged rear window - remove 


- Remove rear door lining = Body - internal mountings; Rep. 
Gr. 70 ; Rear hatch lining - Removal and installation . 


- Disconnect the rear window heating connections and press 
the glass panel contact ends. 


— Remove rear glass wiper motor > Electrical equipment; Rep. 
Gr. 92; Rear window wiper engine - remove and install . 


- If nece$sary, kink the handle (of Removal kit for flush bonded 
windows:-VAG 1474B- ) slightly down for avoiding a very high 
tensioning, over the rear glass. 
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- Open up alittle the lid and join the handle to the adhesive seam 
(use the rear window side area). 


The handle shall be guided as close as possible to the window. 


—- Pullin one of the ends of the Cutting cord -357 853 999- in- 
wards (use the pliers and protective gloves). 


- Place the Cutting cord -357 853 999- around the rear glass. 


— Pull the outer end of the Cutting cord -357 853 999- inwards 
and fix the handle to hold it. 


- Mark the whole border of the flange -1- with reinforced adhe- 
sive tape. 


- Attach both ends of the Cutting cord -357 853 999- on the 
Reeling appliance -VAG 1654A- . 


- Place the Reeling appliance -VAG 1654A- on the -position I-. 


- Change the position of the device to the -position II-, then to 
the -position IIl- and, continuously until the total cut of adhe- 
sive. 


- During the cut, press:the Cutting cord -357 853 999- towards K S 
the glass with a Plastic wedge so as to get a free passage \ 


through the glass flange. 
1.10 Damaged rear window glass panel - re- 
move 


- Protect the body and interior Compartment from glass chips. 


- Eliminate glass panel chips until removing the seal adhesive 
material. 


- Disconnect window heating connections. 


- Mark -arrows- the whole border of the flange and the cover 
edge with reinforced adhesive tape. 


- Cut the adhesive (with glass residues) at the glass cut with a 
Blade -VAG 1561/10- (with limiter roll). 


A DANGER! 


Wear safety goggles and leather gloves. 
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1.11 Rear window glass panel - install: 
Prepare the undamaged glass pane for iW Sllation 
= page 158. 


Prepare the new glass panel forinstallation > page 158 . 
Prepare the body flange for.glass installation = page 159 . 
Assembly instructions = page 159 . 

Minimum curing time =<page 160 . 


1.12 Undamaged glass - prepare for installa- 
tion 


@ Nt 


When reusing undamaged glass, reduce the adhesive seam 
ace he to 1-2 mm height and watch out no to damage the primer 
and ceramic layers. 


The adhesive seam layer serves as base for the new gluing. 


¢@ Do not apply primerr cleaning products to the adhesive sur- 
face. Keep the adhesive bonding surface free from dirt and 
grease. 


¢@ Exception: If gluing is not dene immediately after reducing the 
layer, then the adhesive bead. layer must be activated with 
Activator -AMV 181 800 02-. 


1.13 New glass - prepare for installation 


* The the application area of the adhesive seam does not have 
a preliminary layer of adhesive nor primer. 


- Clean about 20 mm all around the glass border with Cleaning 
solution -D 009 401 04-. 


- Then rub to dry the glass edge using a clean cloth. 


(a) Note 


@ Apply the primer ??prior to applying adhesive! Use only Primer 
-D 009 200 02- 


¢@ For vehicles on the Brazilian market, watch that primers that 
belong to the ??removal set for glued glass panels are used. 
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— Apply the primer -2- with Applicator -D 009 500 25- -1- evenly 
and in a sole application - curing time approx. 10 minutes. 


1.14 Body flange - prepare*for installatiof of 
the glass 


— Cut the adhesive residué at the glass flange with the Blade 15 
mm -VAG 1561/8- , but do not cut it out completely anyway. 


(@) Note 


@ The adhesivé seam layer serves as base for the new gluing. 
Keep the adhesive bonding surfaces free from dirt and grease. 


@ Exception:df gluing is not done fnmediately after reducing the 
layer, therrthe adhesive bead layer must be activated with 
Activator -AMV 181 800 02-. 


@ = The activator shall not get in contact with the paint, otherwise 
the paint will be damaged. 


¢ =/fthe body flange was repainted, then the corresponding paint- 
ing area shall be cleaned again and primed. 


1.15 Assembly instructions 


A DANGER? 


The window glass pane/s‘should be installed within 10 minutes, 
otherwise the glass panel adhesive efficiency is completely 
lost. m% 
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@ Apply the adhesive all over the outline and at right angle in 
relation to the>window. 


¢@ Place the glass in the glass pocket with the aid of two Suction 
lifter -V.A.G 1344-, align and press to the inside of the spacing 
recess. 


@ Windshield clearance measurements = page 152. 


@ Fix the windshield during the curing time with the Glass panel 
adjustment shims -443 845 631 A-. 


@ The lower windshield trim shall obligatorily be installed as de- 
scribed in > page205 . 


@ If there are any warning labels (e.g. for Airbag), they shall be 
glued again. 


@ Side glass clearance measures = page 153 . 


@ During the installation of the ‘seabrubber for the rear window 
wiper engine axle, observe the assémbly position. The mark 
-arrow- should point up. » 


@ Clearance measurements for rear window = page 155 . 
@ The activator shall not be applied over the defogger wires. 


For application of adhesive there are marks on the rear win- 
dow right and left sides. 


# Onno account shall the ??rear window invade the rear lid out- 
line after its installation! 


@ Secure the rear window with adhesive tape during curing time. 


@ Ifthe adhesive seam is too thick and spreads over the defog- 
ger area, it shall be removed. 


1.16 Adhesive minimum curing time 


If the side glass panel is glued with Essex or Nucleus U-400 set 
for glass gluing, then the vehicle can be returned to customer 3 
hours after repair. If Nucleus PU-501 set was employed for glaz- 
ing, the vehicle can be returned to customer 1 hour after repair. 
Warn the customer on precaution procedures during the curing 
time until the adhesive is completely dry. 


For adhesive 2 K -DA 004 600 A2- the minimum curing time is 3 
hours for all glasses. 
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The minimum curing time is the time between glass panel gluing 
and use of vehicle. During this period of time shall the vehicle 
remain on a flat surface and at room temperature (at least 15 °C). 


A DANGER! 


The vehicle may only be released to the customer after the 
minimum curing time has elapsed. 


1.17 Damage to the painting - repair 


In case of damages to the painting in visible areas and large 
damages to non-visible areas when the glass panel is installed, 
they shall be repainted according to the Painting Manual instruc- 
tions = Painting Manual . 


For small damages to the painting in non-visible areas when the 
glass panel is installed, the following repair method is recom- 
mended: Two layers in opposite directions (wet over wet) of 
Painting/glass primer -D 009 200 02- . 


- Apply a layer of paint on the damaged area. 
- Let it dry for 10 minutes. 
- Apply another layer of paint on the opposite direction of the 
first layer. 
1.18 Cleanness in case there are residues 
resulting from adhesive 


- We recommend, as cleanness product, the use of Adhesive 
remover -D 002 000 10- . Follow to safety the instructions while 


applying it. 


A DANGER! 


When cleaning is performed from the passenger room, do not 
exert any force from-the inside to the outside on a newly in- 
stalled glass panel. 


- First clean the painted surface with a dry cloth. Remove the 
residues with the Adhesive remover -D 002 000 10- 


- Clean the plastic trim: Let adhesive sealing material cure for 
about 1 hour and thén remove it. 
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2 Door window glass panels 


Special tools and workshop 
equipment required 


¢ 


@ Sleeve 1/2" x 3/8" -VW 
001D- 


@ 1/4" ??bits adapter (socket 
3/8") -VW 002B- 


@ Threaded bits TORX-TX30 
-VW 002F (VWB) - or - VAG 
1603A- Threaded bits 
TORX-TX30 -VW 002F- 


# 2 Wooden shims 50 x 60 x 
200mm -CP-60A- 


# 2 Wooden shims 120 x 120 
x 50mm -CP-60B- 


@ Torque wrench - 5 to 50 Nm 
(socket 1/2") -VAG 1331- 


V.A.G 1331 


1 62 Rep. Gr.64 - Windshield, windows, window mechanisms ; 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


2.1 Front door window - Assembly overview 


1 - Door window glass panel 
Q > Remove and install 
= page 163 
2 - Outer seal 
3 - Groove 
4 - Inner seal, 
5 - Doors 
6 - Electric window operation 
mechanism 
Q Remove and install 
= page 167 
7 - Washer 
Q 5 parts 
8 - Pop rivet 
Q 5Sparts 
1 Drill the rivet for disas- 
sembly 
9- Pad 
Q 3.5Nm 
Q 3 parts 
Q Replace whenever re- 
moved 
40 - Window operation engine 
°f) Remove and install 


= page 167 
22 Front door window glass panel - remove 
and install 
2.2.1 Removal 


- Removing front door trim + Body - internal mountings; Rep. 
Gr. 70 ; Front door lining - removal and installation 


- Remove the sealing membrane = page 84 . 


- Lower the door window glass panel until the support is acces- 
sible on the window operation mechanism. 


AR64-0058 
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- Unlock the clips -2- and -3- in the direction of the -arrows A- 
and press the door window glass -1- in the direction of 
-arrow B-. 


- Incase the glass cannot be lowered with the electric window 
operation switch due to damages, remove the clip -2- through 
another door opening (if necessary, use a screwdriver or sim- 
ilar tool) and press the door window glass -1- initially in the clip 


- Then, pull the door window glass towards -C- and press the 
support towards the clip -3- (oblong). 


- Lift the door window glass from behind and swing out of door 
towards the front and in the direction of the -arrow- forward. 


2.2.2 Installation 


Install by inverting the removalSequence, paying attention to the 
following: 


- After installing the door window glass panel, check the oper- 
ation of the window operation mechanism. 


2.3 Window operation mechanism of ?? 
comfort system (automatic closing and 
opening mechanism) with force limiter 


On vehicles with windowoperation mechanism of comfort sys- 
tem, the front window operation mechanisms are also equipped 
with automatic closing and opening mechanism. 


Automatic opening and clasing switches for the front window 
glass panels are at the driver's door operation unit. The switches 
for the driver's and front passenger's door are equipped with two 
level functions. 


If the respective switch is pressed or pulled to the first level, the 
front window opens or closes manually. 


If the switch is pressed or pulled to the second level, the window 
opens or closes automatically. 


Besides that, there is an additional switch for the passenger's 
door window on the door. 


All electric operation mechanisms are equipped with a force lim- 
iter. Window closing is automatically interrupted when an obstacle 
blocks the closing stroke. 


However, that does not serve for window closing operated with 
the key from the outside. In this case, there is no force limiter. 
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2.3.1 Function of window operation mecha- 
nism with the ignition turnéd on 

Open 

Driver door switch: 


- Press the switch to the first level. Theswindow glass panel 
opens while the switch is pressed or.when it reaches its final 
position. 


- Briefly press the switch to second level. The window glass 
panel opens automatically (automatic lowering). 


- If the switch is operated again, the window glass panel stops 
immediately. 


Passenger door switch: 


- Press the lower surface of the switch. The window glass panel 
opens while the switch is pressed or when it reaches its final 
position. 


Close 
Driver door switch: 


- Press the switch to the first level. The window glass,panel 
closes while the switch is pulled or when it reaches its final 
position. 


- Briefly pull the switch to the second level. The window glass 
panel automatically closes (automatic lifting). 


- If the switch is operated again, the window glass panel stops 
immediately. 


Passenger door switch: 


- Press the upper surface of the switch. The window glass panel 
closes while the switch is pressed or when it reaches its final 
position. 


2.3.2 Function of window operation mecha- 
nism with the ignition turned off 


The window operation mechanisms can still be operated approx. 
10 minutes after the ignition is turned off, while the driver's or 
passenger's door are not opened. 


There is no automatic closing function available when closing the 
window. 


If the window glass panels on the driver's or passenger's door can 
not be closed due to mobility difficulties or presence of obstacles 
while closing (force limiter), the window glass panel opens imme- 
diately. 


In this case, the window glass panel can only be closed again if 
the ignition is turned on. 


Window glass panels can still be opened or closed from the out- 
side on vehicles with central lock. In order to do this, just press 
the key in closing or opening position. 
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2.3.3 Setting the automatic:closing and open- 
ing window mechanism 


(a) Note 


After connecting and disconnecting the battery, the automatic 
closing and opening mechanism Of driver's and passenger's win- 
dow glass panels are deactivated: 


In order to reestablish the function after disconnecting the battery, 
proceed as follows: 


- Lock the vehicle from the outside through the passenger's or 
driver's door. 


In this case, watch that all doors and‘windows are completely 
closed. 


- Unlock the vehicle and lock it again through the driver's or 
passenger's door. In this case, the key shall be held for at least 
one second in closing position. 


Automatic closing and opening mechanism of driver's and pas- 
senger's windows is activated again. 


If there is any fault in the electric window operation mechanism, 
the light switch on driver's and passenger's door flashes. 


For approx. 15 seconds will all lights on door linings flash after 
ignition is turned on. 


2.4 Mobility difficulty at the effort limiter area 
Prerequisite: 


* The ??automatic opening and closing mechanism of the win- 
dows is regular. 


+ Ignition turned on. 


- Close the door window glass panel with window operation 
switch (automatic lifting). 


If the window glass panels can not be closed due to mobility dif- 
ficulty or presence of obstacles while closing (force limiter is 
activated), the window glass panel opens immediately. 


- After a window is opened, press and hold the switch of the 
respective window again within 5 seconds. 


If the window glass panel can not be closed due to mobility diffi- 
culty or presence of obstacles while closing (force limiter), the 
window glass panel opens immediately. 


- After the window glass panel stops, operate the switch within 
5 seconds again in order to close it 


The window glass panel is now closed without any force limit on 
the obstacle. 


* Ignition turned off. 


If the window glass panel cannot be closed due to mobility diffi- 
culty or presence of obstacles while closing (force limiter is ac- 
tive), the window glass panel opens immediately. 


Now an internal command using the window operation mecha- 
nism switch is blocked. 


If the ignition is turned on within 1 minute after the window is 
opened and the switch pressed (close the window glass panels), 
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window glass panel,closes without the opening automatic mech- 

anism. s 

2.5 Window operation mechanism - remove 
and install 


2.5.4 Removal 


- Removing front door trim + Body - internal mountings; Rep. 
Gr. 70 ; Front door lining - removal and installation . 


- sRemove the sealing membrane = page 84. 


- Separate the door window glass panel from the window oper- 
ation mechanism. 


- Push the door window glass panel upwards and support it with 
the Wooden shim 50 x 60 x 200 mm -CP-60A- or the Wooden 
shim 120 x 120 x 50mm -CP-60B- . 


- Ontthe electric window operation mechanism, disconnect the 
window operation engine through the assembly opening. 


— Piercethe pop rivets -1-, raise the door window glass actuating 
mechanism from the couplers -2- and remove it under and 
outwards the assembly opening. 


64-0042 


2.5.2 Installation 


Install by inverting the removal sequence, paying attention to the 
following: 


- Replace the pads -arrows-. Fix the new pad with 3.5 Nm tor- 
que. 


- Fix the window operation mechanism with pop rivets and 
washers to the door. 


- After installing the door window glass panel, check the oper- 
ation of the window operation mechanism. 


2.6 Window operation engine - remove and 
install 
2.6.1 Removal 


- Remove the glass actuating mechanism = page 167 . 
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- Lgosen the fastening screws -arrows-. 
- Remove the motor -1- that actuates the glass -2-. 


2.6.2 Installation 


Install by inverting the removal sequence, paying attention to the 
following: 
- Tighten the fastening screws with 3.5 Nm of torque. 


- Priorto installation of the window operation mechanism, check’ 
its operation. ¢ 


2 Rear. door window glass panel ~assembly overview 


1 - Door window glass panel 
Q Remove and install 
= page 169 


2 - Door window fixed glass 
panel 


Q Remove and install 


= page 171 
3 - Lower groove 
4 - Insert 


5 - Rear guide rail 
Q_ Remove and install 
= page 170 


6 - Screw 

Q 5.5Nm 
7 - Plug 
8 - Door 


9 - Electric window operation 
mechanism 
Q Remove and install 
= page 170 
10 - Pop rivet 
Q Sparts 


Q_ Drill the rivet for disas- 
sembly 


11 - Washer 
Q 5 parts 
12 - Pad 
Q 3.5Nm 
Q 3 parts 
Q Replace whenever removed 


AR64-0059 
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13 - Window operation engine 
Q Remove and install > page 170 


14 - Screw 
5 - Inner seal 
16 - Outer seal 


17 - Groove 

2.8 Rear door window glass panel - remove 
and install 

2.8.1 Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Rear door lining - removal and installation . 


- Remove the sealing membrane = page 128 . 


- Open the door window glass panel until its support is acces- 
sible. 


- Unlock the clips -2- and -3- towards the arrows -A- and press 
the door window, glass“1* 'toWards the arrow -B-. 


- Remove. thé upper screw from the rear guide'ail. 
- Remove the door inner seal. 
-_<?Displace the groove upwards on the rear guide rail aréa. 


- Displace the insert -1- pushing it upwards until its lock 
-arrow- is released. 


- Remove the insert. 


- Then close the door window glass panel and carefully remove 
it from the door inner side. 


2.8.2 Installation 


Installation iScarried out in the reverse order of,rémoval. 


2.9 Rear d6or electric‘window operation 
mechanism - remove and install 


2.9.1 Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Rear door lining - removal and installation . 
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- Remove the sealing membrane = page 128 . 


- Lower the door window glass panel until its support is acces- 
sible. 


- Unlock the clips -2- and -3- towards the arrows -A- and press 
the door window glass -1- towards the arrow -B-. 


- Push the door window glass panel upwards and support it with 
the Wooden shim 50 x 60 x 200 mm -CP-60A- or Wooden shim 
120 x 120 x 50mm -CP-60B- . 


- Drill the pop rivets, lift the window operation mechanism from 
the couplings and remove the set downwards and outwards 
through the door opening. 


2.9.2 Installation 

Install by inverting the removal sequence, paying attentioh to the 

following: 

- Fasten the door window operation with pop*rivets and wash- 
ers. 

2.10 Rear door window opération engine - re- 


move and install 


2.10.1. Removal 

- Remove the window operation: 

- Loosen the fastening screws -arrows-. 

- Remove the motor -1- that actuates the glass mechanism 


2.10.2 Installation 


Install by inverting the removal sequence, paying attention tothe, 
following: 


- Tighten the fastening screws with 3.5 Nm of torque. 


- Prior to installation of the window operation mechanism, check 
its operation. 


2.11 Rear door window rear guide rail - re- 
move and install 


2.11.1 Removal 
— Remove the rear door window glass = page 169 . 


1 70 Rep. Gr.64 - Windshield, windows, window mechanisms 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


— Remove the screws from the rear guide rail -arrows-. 


- Remove the upper groove of the rear door window along with 
the fixed glass panel. 


- Remove the rear guide rail and disengage it from the door. 


Fi64-0108 


2.11.2 _ Installation 


Installation is carriéd out in the reverse order of removal. 


2.12 Rear door fixed glass panel - replace 


2.12.12 Removal 


- Remove the rear guide rail from the rear door window glass 
= page 170. 


- ?Disengage the rear door window glass panel along with the 
gréove. 


2.12;2 Installation 


- Fitthe rear door window glass panel along with the groove. 
- Install the rear guide rail of the rear door window glass 


= pate 170 
2.13 Front door window groove - remove and 
install 


2.13.1 Removal 
- Remove the door gla8.= page 163 . 


Carefully detach and remove grtove. 
2.13.2 Installation 
- Install in reverse order as of the removal. 


2.14 Front door window glass inner weather- 
strip - replace 


2.14.1. Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


- Remove packing detaching it from door. 
2.14.2 Installation 


— Install in reverse order as of the removal. 
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2.15 Front door window glass outer weather- 
strip - replace 


2.15.1 Removal 
- Unfit packing and take it off. 


2.15.2 Installation 


- Install in reverse*6rder as of the removal. 
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66— External equipmen 


1 Spoiler 


1.1 Spoiler - ??assembly overview 


Special tools and workshop 
equipment required 


Anchor tool -VAG 1351- V.A.G 1474.4 j S— V.A.G 1351 
@ Windshield removal tools - | ay || 
V.A.G 1474A- or Reeling - 
appliance -VAG 1654A- gt? | 1 i 
# Windshield removal set - € Ss no J 
VAG 1755- TH. Fi 
\ ; & “SS Ss 


@ Adhesive pneumatic dis- 
penser -VAS 5237- 


V.A.G 1755 V.A.G 1654/A 


Jy 


1.1.1 Materials 


@ 2K- adhesive -DA 004 600 A2- '") 
@ Mixer tube -D 002 001- 
@ Activator -D 181 801 A1- 
@ Primer -AMV 181 655- 
@ Cleaning solution -D 009 401 04- 
@ Cotton swab for cleaning -M 209 6235-3- 
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@ Primer dispenser -D 009 500 25- 
@ Adhesive remover -D 002 000 10- 
# Cutting cord -357 853 999 A- 


11) Materials are part of the case -D 004 700- 
12) 12/Ensure minimum drying time. 

13) The Adhesive pneumatic dispenser -VAS 5237- must be used with these ma- 
terials. 


1.1.2 Spoiler - ??assembly overview 


1 - Spoiler 
Q Remove 
Q Install 
Q Installation instructions 
> page 175 
Q Material: ABS + PC 
2 - Spoiler area on which the 
adhesive/primer is applied 
Q Preparation 
= page 175 
3 - Vehicle back glass repre- 
sentation 
4- Screw 
Q 2units 
Q 


5 - Vehicle body representa- 
tion 


1.1.3 Spoiler - removal 


A WARNING 


Never use any sort of metallic cutting wire for spoiler removal 
under risk of damaging the paint. 
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- Clean spoiler support area so that there are no damages to 
the painting by removal. 


- Protect rear hood and roof painting around the spoiler. 


- Position the Reeling appliance -VAG 1654A- according to in- 
dicated in illustration and secure one end of cutting wire. The 
left end must be secured at the axle of the rear window wiper 
rubber blade. 


- Press cutting thread between the spoiler and rear hood with 
plastic wedge during cutting process. 


- Keep cutting wire traction up the half of vehicle approximately. 


- Reposition the Reeling appliance -VAG 1654A- according to 
indicated in illustration and start cutting by the other side. 


- Carefully lift spoiler off. 


1.1.4 Spoiler - installation 


(a) Note 


Use recommended materials OF ONLY ONE BRANCH along the 
entire installation process. Use of products from.different branch- 
es along the same procedure is not allowed. 
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Preparing rear hood surface 
- Perform a thoroughly cleaning of the spoiler installation area. 


(@] Note 


Previous adhesive layer serves as anchorage for the new cord. 
Areas where the adhesive will be applied must be completely free 
of dirt or grease. 


In case spoiler installation is not carried out right after cutting the 
previous adhesive layer -nd-, it will be activated with the activator 


-D 181 801 A1-. \\ 66-0018 


A WARNING 


The activator may not have contact with the painted surface. 
Otherwise, painting will be damaged. 


@ Incase rear hood is replaced or repainted, a) ply the primer 
for body -D 009 200‘02- with applicator -D 009 500 25- 


Preparing spoiler surface 


- Clean vehiclé and spoiler application surface using a clean 
cloth moistened with isopropyl alcohol. 


Allow time for the alcohol to evaporate. 

- Apply primer to the inner portion of the spoiler. 

Wait max. 5 minutes for the primer drying. 

- Using the applicator, apply an adhesive cord (PU) according 
to the illustration 


- Spoiler must be installed, immediately after applying the ad- 
hesive cord. 


Installation 


(@] Note’ 


Spoiler must be installed within max. of 6 minutes after application 
of adhesive cord, 
- Adjust spoiler -1-6n rear hood surface. 


- Install the 2 screws -2-’and tighten them with the torque of 3+ 
Nm. 
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— Install the 2 screws -3-. 


- Reinforce side fittings of spoiler at the ends of rear hood by 
using adhesive tapes of cotton -arrows-, as shown in the illus- 
tration. 


- Carefully install the auxiliary device to the spoiler fitting. 
Adhesive drying period 


(a) Note 


@ Minimum curing time of adhesive is 3 hours. This is the period 
between spoiler installation and the permission to move vehi- 
cle in the dealer's place. Along this period vehicle must be 
leveled and ambient temperature of 15° C min. 


@ Vehicle's delivery permission for the customer mustbe re- 
leased only after 16 hours from spoiler installation: 
Repair paint damages 


Repaint following procedures described in the > Painting Man- 
ual. 


In case damages to the painting are locatedat non visible external 
areas, apply body primer -D 009 200 02- : 


Cleaning off surplus adhesive sealing material 


- Painted surfaces must be cleaned with a dry and clean cloth. 
Clean other areas with the adhesive remover -D 002 000 10-. 


(a) Note 


The adhesive remover -D 002 000 10- is the cleaning agent. All 
safety rules must be observed. 


ARBE-2060 
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2 Luggage compartment 


21 Luggage compartment - assembly overview 


1 - Securing cover 
2- Nut 
Q 25Nm 
3 - Support 
4 - Screw 
Q 20Nm 
5 - Washer 
6 - Ball washer 
7 - Luggage compartment 


Q Remove the securing 
covers and loosen the 
nuts for removal 


8 - Ball washer 


| AR66-0001 
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3 Labels 
Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 


@ Press tool -3356- 
3356 


W00.0202 


3.1 Labels of the model (up to model-year 
2010) - replace 


3.1.4 Removal 


Béfore removal, the label should be heated with the Blow pipe - 
VAG 1416- 


— 2Unglue the label with a plastic spatula. 


- ‘Clean the tailgate with the Adhesive remover -D 002 000 10- , 
apply the Cleaning solution -D 009 401 04- . Rub the surface 
with a cloth until drying it completely. 
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3.1.2 Installation 


- Remove the liner from the double faced adhesive tape and 
glue the label as indicated. Use the Press tool -3356- 


a=38mm 


The quotas are the same for the label “SPACEFOX’ and “SPORT- 
VAN". 


‘AR00-0051 


3.2 Labels of the model (up from model-year 
2011) - replace 


Removal 


(a) Note 


Before removal, the label should be heated with the Blow pipe - 
VAG 1416- 
- Unglue the label with a plastic spatula. 


- Clean the tailgate with the Adhesive remover -D 002 000 10- , 
apply the Cleaning solution -D 009 401 04- . Rub the surface 
with a cloth until drying it completely. 


Installation 


- Remove the liner from the double faced adhesive tape and 
glue the label as indicated. Use the Press tool -3356- 


a=27.1mm @ 


b = 49.9 mm bal oO 
2 C= 
c= 86.9mm a ° ° 


URAN 
(a) Note 


The quotas are the same for the label “SPACEFOX’. 


‘AR0-0052 


3.3 Label 1.6 (only for Suran and Sportvan 
vehicles) - Replace 


Removal 


(a) Note 


Before removal, the label should be heated with the Blow pipe - 
VAG 1416- 


- Unglue the label with a plastic spatula. 


- Clean the tailgate with the Adhesive remover -D 002 000 10-, 
apply the Cleaning solution -D 009 401 04- . Rub the surface 
with a cloth until drying it completely. 
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Installation 


- Remove the liner from the double faced adhesive tape and 
glue the label as indicated. Use the Press tool -3356- . 


a=30mm 
b=65.6 mm 
c=82.8mm 


3.4 Label “Total flex” - Replace 


Removal 


FElax 


Before removal, the label should be heated with the Blow pipe - 
VAG 1416-§ 
- Unglue the label with a plastic spatula. 


- Clean the tailgate with the Adhesive remover -D 002 000 10- , 
apply the Cleaning solution -D 009 401 04- . Rub the surface 
with a cloth until drying it completely. 


Installation 


- Remove the liner from the double faced adhesive tape and 
glue the label as indicated. Use the Press tool -3356- . 


a=6mm 


3.5 Label of Plus*version (side) - replace 


Removal 


(a) Note 


Before removal, the label should be heated with the Blow pipe - 
VAG 1416-. 


- Unglue the label with a plastic spatula. 


- Clean the tailgate with the Adhesive remover -D 002 000 10- , 
apply the Cleaning solution -D 009 401 04- . Rub the surface 
with a cloth until drying it completely. 
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Installation 


- Remove the liner from the double. faced adhesive tape and 
glue the label as indicated. Use:the Press tool -3356- . 


a=20mm 
b=50mm 
c¢=19mm 


(@) Note 


The quotas are the same for the labels “SPORTLINE”, “COM- 
FORTLINE”, “TRENDLINE” and “HIGHLINE”. 


3.6 Label “| motion” - Replace 


Removal 


(a) Note 


Before removal, the label.should be heated with the Blow pipe - 
VAG 1416- . 
- Unglue the label with a plastic spatula. 


- Clean the tailgate with the Adhesive remover -D 002 000 10- , 
apply the Cleaning solution -D 009 404, 04- . Rub the surface 
with a cloth until drying it completely. 


Installation 


- Remove the liner from the double faced adhesive tape and 
glue the label as indicated. Use the Press tool -3356- . 


a=27.2mm 
b = 56.9 mm 
¢=91.2mm 
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4 Trim and side strips (Space Cross 
and Suran Cross) 

Special tools and workshop equipment required 

@ Blow pipe -VAG 1416- 


"700-0004 


@ Press tool -3356- 
3356 


wo0-0202 


41 Rear side panel frieze - replace 
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1 - Rear side panel frieze 


Q Self-adhesive 


Q Before removal, the lin- 
ing should be heated 
with the thermal blower 
-VAG 1416- . 


Q Clean the area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 

GQ Remove adhesive tape 
liner and place the strip. 
Approximate operation 
temperature. 20°C. 


2 - Side trim middle 


3 - Location of adhesive appli- 
cation PU 


4 - Double-face tape 


Q The area where the ad- 
hesive tape is glued 
must be free of dirt 

Q The self-adhesive sur- 
face of the tape should 
not be touched anyway. 


[ARGS-0063 | 
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4.2 


Front fender stripe-accent - replace 3. Vol 


1 - Front fender stripe-accent 
Q  Self-adhesive 
Q Before removal, the 


stripe should be heated 
with the thermal blower 
-VAG 1416- . 


Clean the area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 


Remove adhesive tape 
liner, place the stripe. 
Approximate operation 
temperature. 20°C. 


2 - Double-face tape 
Q The area where the ad- 


hesive tape is glued 
must be free of dirt 


GQ. The self-adhesive sur- 


face of the tape should 


not be touched anyway. 


3 - Side strip (side strip lining) 


| R66-10204 
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4.3 Side strip (front and middle) - Assembly overview 


1 - Side strip 


Q_ Side strip and lining are 
removed as a unit 


Q Remove and install 


2- Screw 
Q 6Nm 


3 - Riveted nut 


Q To install, use the Pop 
rivet nut pliers POP NUT 
-VAG 1765B- or Pop riv> 
et nut pliers POP NUT - 
EQ 74: s 


4-Nut 
Q 6Nm 
5 - Screw 
6 - Double-face tape. 


Q The area where the ad- 
hesive tape is.glued 
must be free of dirt 


Q The self-adhesive sur- 
face of the tapéshould 
not be touched anyway. 


7 - Bushing 

8 - Fastening pin 

9 - Front fender stripe-accent 

10 - Screw : 
Q 6Nm 

11 - Bushing 

12 - Screw nies ~ T R66-10196 
Q 1.5Nm 
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44 Side strip (rear) - Assembly overview 


1 - Riveted nut 
Q To install, use the Pop 
rivet nut pliers POP NUT 
-VAG 1765B- or Pop riv- 
et nut pliers POP NUT - 
EQ 7422- 


2- Screw 
Q 6Nm 
3 - Lock pin 
4 - Strip lining 
Q Self-adhesive and at- 
tached with a screw -4-. 
Q Whenever strip is re- 
moved, lining must be 
replaced, 
Q Before removal, the lin- 
ing should be heated 


with the thermal blower 
-VAG 1416- . 


Q Clean the area where 
lining will be applied with 
the adhesive remover - 
D002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 


Q Approximate operation 
temperature. 20°C. 
5 - Screw 
Q 1.5 Nm 


6 - Double-face tape 


Q The area where the ad- 
hesive tape is glued 
must be free of dirt | R66-10197 


Q The self-adhesive sur- ¢ 
face of the tape should not be touched anyway. 


7 - Bushing 
8 - Bushing 


4.5 Side strip (front and middle) - réplace font . 


4.5.1 Removal 
- Remove strip rear lining = page 193 . 
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R66-10196 


- Remove side strip upper lining = page 194 . 


- Remove the nuts -4- and screws -10-. Another technician will 
keep strip hanging until removal. 
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2) 


| R66-10197 


- Remove screws -5-. 


- Remove the screw -2-. 


- Unglue lining from strip -4- heating it with the thermal blower - 8 
VAG '4416-. 


45.2 6 
- Clean the gluing area of strip lining in the body with the adhe- 


sive remover -D 002 000 10- and, then, apply the cleaning 
solution =D 009 401 04-. 


Installation 
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[ R66-10197 


- Heat the strip lining -4- with thermal blower -VAG 1416- . 
- Place strip and install screw -2-. 
- Install the screws -5-. 
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Install nuts -4- and screws -8-. 
Heat the strip upper lining -3- with thermal blower -VAG 1416- 


Press upper lining and strip lining against body with the press 
tool -3356- 


Install strip rear lining. 
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4.6 Side strip rear lining - Assembly overview 


1 - Side strip rear lining 

Q Replace = page 193 
2- Nut 

Q 6Nm 
3 - Double-face tape 


Q_ The area where the ad- 
hesive tape is glued 
must be free of dirt 


Q The self-adhesive sur- 
face of the tape should 
not be touched anyway. 


4 - Fastening clamp 
5 - Pressure clamp 
6 - Lock pin 
7 - Screw 

Q 3Nm 


8 - Stud 
9 - Lining support 
Q riveted in the lining 


10 - Rear side panel frieze 
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47 Side strip rear lining - replace 


4.7.1 Removal 


[ R66-10198 


— Remove the screw -7- and nut -2 


- Unglue rear lining from side stri 
blower -VAG 1416- . 
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4.7.2 Installation 


- Clean the gluing area of strip rear lining in the body with the 
adhesive remover -D 002 000 10- and, then, apply the clean- 
ing solution -D 009 401 04-. 


- Heat the strip rear lining -1- with thermal blower -VAG 1416- . 
- Place rear lining and install screw -7- and nut -2-. 


- Press strip rear lining against body with the press tool -3356- . 


4.8 Side strip upper lining - replace 


1 - Side strip upper lining 

Q Before removal, the li 
ing should be heatedys"’ 
with the thermahblower 
-VAG 1416-05 

Q Clean the’area where 
lining will be applied with 
the adhesive remover - 
DQ02 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 

Q | Approximate operation 

© temperature. 20°C. 


2- Side strip 
) Replace = page 187 


3 -‘Double-face tape 


@ The area where the ad- 
hesive tape is glued 
». must be free of dirt 
Ob The self-adhesive sur- 
“face of the tape should 
“not be touched anyway. 


Z/R66-10208 


194 Rep. Gr.66- External equipment 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > @ 


Body - external mountings - Edition 05.2011 


5 ?External rear-view mirror 


5.1 Outer rearview mirror (up te fiiodel-year 2010) - assembiy overview 


1 - Finish cover 
2- Clamp 
Q 2parts 
3 - Bushing 
4- Screw 
Q 3parts 
Q 2.5Nm 
5 - Nut 
6 - Inner operation 
7 - Bushing 
8 - Mirror glass 


C1 fitted for both versions 
(manual and electric op- 
eration) 


remove and install 
= page 201 
9 - Bushing 
10 - Connector 
Q in the version equipped 
with electric control 
11 - Operation support 
Q in the version equipped 
with manual control 
12 - Blind rivet 
Q 2parts 
Q in the version equipped 
with manual control 


13 - Clip 


15 14 13 12 11 


Q 2parts 
14 - Mirror fitting cover 
Q in the version equipped with manual control 
Q with opening to the actuating rod 
15 - Control knob 
Qin the version equipped with manual control 
Q fitted to the actuating rod 
16 - Screw 
Q 2.5Nm 
17 - Mirror fitting cover 
Qin the version equipped with electric control 
18 - ?External rear-view mirror 
Q remove and install > page 197 
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19 - Mirror frame 
20 - Mirror cover 
Q remove = page 199 


5.2 Outer rearview mirror (up from model-year 2011) - assembly overview 
1 - Inner operation 
2- Screw 

Q 3 parts 

Q 25Nm 


3 - Nut 
Q 1 part 
Q 2.0Nm 

4 - Control attaching bracket 
Q in the version equipped 

with manual control 
5 - Bushing 
6 - Mirror glass 


Q fitted for both versions 
(manual and electric op- 
eration) 


Q_ remove and install 
= page 202 


7 - Bushing 
8 - Power rearview mirror wir- 
ing harness connector 
9 - Pop rivet 
Q 2 parts 


Q in the version equipped 
with manual control 


10 - Clamp 


11 - Mirror fitting cover 


Q in the version equipped 
with manual control 


12 - Control knob 
Q inthe version equipped with manual control 
Q fitted to the control actuating rod 


R66-10179 | 


13 - Screw 


14 - Mirror fitting cover 
Q inthe version equipped with electric control 
15 - Turn signal light 


16 - Screw 
Q 2 parts 
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17 - Turn signal light wiring harness connector 
18 - Mirror cover 

19 - Clamp 

20 - Finish cover 

21 - Bushing 


5.3 Outer rearview mirror (up to model-year 
2010) - remove and install 


5.3.1 Removal 


- Remove the door lining = Body - internal mountings; Rep. Gr. 
70 ; Lining / Insulation . 


15 14 13 12 11 


- Remove the cover cap (with manual operation) -14-or (with 
electric operation) -17-. 


@ For the version equipped with manual operation, remove the 
control knob -15-and remove the nut -5-. 
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@ For electric operation version, disconnect the connector -10-. 


- Remove screws -4-and remove the outer rearview 
mirror-18-. 


5.3.2 Installation ye 00 CAG ces 
- Install in reverse order as of the removal. ; 


5.4 Outer rearview mirror (up*from model- 
year 2011) - remove and install 


5.4.1 Removal 


- Remove the door lining = Body -internal mountings; Rep. Gr. 
70; Lining / Insulation . 


R66-10179 


- Remove the cover cap (with manual operation) -14- or (with 
electric operation) -17-. 


@ For the version equipped with manual operation, remove the 
control knob -12- and remove the nut -11-. 


@ For electric operation version, disconnect the connector -8-. 
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— Remove screws -2- and remove the outer rearview mirror. 
5.4.2 Installation 
- Install in reverse order as of the removal. 
5.5 Mirror cover (up to model-year 2010) - 

remove and install 
Special tools and workshop equipment required 
@ Wedge -3409- 

3409 


5.5.1 Removal 
- Fold the rear-view mirror backwards. 


- Insert a screwdriver or similar tool into the joint opening of 
fnirror base support to release the fitting recess on the mirror 
jousing. 


- Inorder to avoid damages to the fitting recess, press enough 
on the fitting recess with the Screwdriver on the 
-towards the arrow-, and simultaneously remove the mirror 
cover from the mirror base support, using the Wedge -3409- . 
Disengage the cover moving it in the direction of the -arrow-. 


A Caution 


The cover is made of ABS and the mirrarshousing is made of 
ASA (Styrol-Acryinitril modified by Acriléster). Thus, subject to 
breakage of locks. 


5.5.2 Installation 


- Press the cover and fit it initially to the upper portion of the 
housing and at the end the lower portion. 


5.6 Mirror cover (up from model-year 2011) 
- remove 


Special tools and workshop:equipment required 
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@ Wedge -3409- 
3409 


5.6.1 Removal 


- Insert the wedge -3409- between the mirror housing and the 
cover and unlock initially the lock -1- and then unlock the locks 


A Caution 


The cover is made of PA6 + 30% and the frame around the 
mirror is made of ASA (Styrol-Acrylnitril modified by Acrilester). 
Thus, subject to breakage of locks. 


{ ee-10180 


5.6.2 Installation 


- Press the cover and fit it initially to the upper portion of the 
housing and at the end the lower portion, 


5.7 Mirror frame (up to model-year 2010) - 
remove and install 


Special tools and workshop equipment required 
@ Wedge -3409- 
3409 


5.7.1 Removal 


- Tilt the mirror in the direction opposite to the vehicle motion. 
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— Remove the mirror cover > page 199 . 


- Unlock the frame with the wedge -3409- . 


- Disengage the locks -1- of the frame with the wedge -3409- . 


- Disengage the frame and remove it. 


5.7.2 Installation 
- Install in reverse order as of the removal. 
5.8 Mirror glass*(Up*tosmodel-year 2010) - 


remove and install 
Special tools and workshop equipment required 
@ Ejéctor lever -80-200- 


5.8.1 Removal 
- Remove the mirror cover = page 199 . 
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- Unlock the upper fitting recesses with a screwdriver or similar 
through the openings -arrows- to the mirror base support. 


- Inorder to avoid damages to the fitting recesses, just press 
enough on the fitting recesses with a screwdriver towards the 
arrow. 


- Atthe same time, press the mirror glass with a ejector lever 
-80-200- initially above and then under the mirror base sup- 
port; in this case we should protect the base support against 
damage (e.g., using a cotton ribbon. 


- Onmirrors with heating, disconnect the mirror glass connec- /; 
tors. I 66-0012 


5.8.2 Installation 
- Connect the electric connections on mirrors with heating. 


- Install and press the mirror glass with guide pins onto its hous- 
ing. 


A DANGER! 


Only press at the center of the glass. Always wear protective 
gloves. 


- Install the mirror cover. 

5.9 Mirror glass (up;from model-year 201 1) 
- remove and install 

Special tools and workshop equipment required 

@ Ejector lever -80+200- 


5.9.1 Removal 


- Position the mirror glass -2- faced to the mirror housing inner 
portion. Through the opening between the mirror and the 
housing, insert the Ejector lever -80-200- . 


- Move the Ejector lever -80-200- carefully in the direction of 
-arrow- and disengage, the mirror glass. 


(a) Note 


Protect the mirror housing with adhesive tape. 
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5.9.2 Installation 


- Press the mirror glass center portion so as to fit it. 


A DANGER! 


Only press at the center of the glass. Always wear protective 
gloves. 
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6 External trims 


6.1 Lower windshield trim - assembly overview 


1 - Windshield lower trim 
Q Remove and install 
= page 205 


2 - Sealing 


Q Fitted onto the plenum 
chamber flange 


3-Cap 


Q > On the plenum chamber 
cover 


4 - Windshield 
5 - Fitting strip 
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6.2 Lower ??windshield trim - remove and 
install 
6.2.1 Removal 


Electrical equipment; Rep. 


- Remove windshield wiper arms = 
ind arm set - remove and 


Gr. 92 ; Windshield wiper blad 
install . 


- Remove sealing -2- completely. % 

- With a Plastic wedge (e.g., a Windsbield removal set -VAG 
1755- ) press the clamps forward -3-of the windshield lower 
trim-1- , left and right sides, between the hinge and the hood. 


- Pull the windshield lower trim up carefully4- beginning on the RK 
right side -arrow A- outwards the fitting strip¢5- on the wind- Q- 
shield -4-. Oy Aa 

vty fo 
Oo en? 
810, wvcon® 
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6.2.2 Installation 


S 
] 


\ 


- Fora better attachment of the windshield lower trim -1- inside 
the fitting strip -5-, apply neutral soap. 


- Instalhthe lower trim of the windshield-1- over the fitting strip 
-5- on the windshield -4- and up from the center portion 
-arrqw B- fit the windshield lower trim pressing it slightly. 


- With a Plastic wedge (e.g., a Windshield removal set -VAG 
1755- ) position at the installation point the finishings -3- of the 
windshield lower trim -1- ,both on left and right sides, between 
the hinge and the hood. 


- Press the seal over the lower trim -2-. 


-  Instalkthe windshield wiper arms = Electrical equipment; Rep. 
Gr. 92; Windshield wiper blade and arm set - remove and 
install © 
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6.3 Front grille (up from model-year 2011) - remove and install 


1 - Bushing 
Q 4 parts 
2- Screw 
Q 4 parts 
Q 1.5Nm 


3 - Hand support area for re- 
moving the grille 


4 - Front grille with emblem 


[ R66-10181 | 
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6.3.1 Removal 


R66-10181 | 


- Remove screws -4-. 


- With the hands at the area -3-, disengage the grille of the front 
bumper shield. 


A Caution 


Due to cutting corners of the front grille, we recommend the 
wear of safety gloves. 


6.3.2 Installation 


- Install in reverse order as of the removal. 
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6.4 Front grille (Space Cross and Suran Cross) - remove and install 


1 - Bushing 
Q 4 parts 
2 - Front protection 


3- Screw 
Q 4 parts 
Q 1.5Nm 


4 - Front grille with emblem 
5 - Lower fastening lug 


{ R66-10203 


Removal 
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| R66-10203 


- Remove screws -3-. 


- With:the hands, force front grille so the lug -5- disengage from 
the front bumper shield. 


A 5 Caution 


Due to-cutting corners of the front grille, we recommend the 
wear of safety gloves. 


Installation ©, 


- Install in reverse order as of the removal. 


6.5 Grillés, spoiler and moldings of the 
bumper shields 


6.5.1 Front shield grilles (up from model-year 
2011) - assembly overview 


Special tools and workshop equipment required 
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@ Wedge -3409- 
3409 


1 - Front protection 
Q Remove and install 


2 - Left side grille of the front 
shield 
Attached to the front 
shield through fastening 
tongues. 
Q  Disengage the grille 
with the Wedge -3409- 


3 - Center grille of the front 
shield 

Attached to the front 
shield through fastening 
tongues. 

Q Remove the front shield 
for access to the 
tongues. 

Q  Disengage the fasten- 
ing tongues carefully" 
from the center,grille. 

4 - Right side grillé of the front 
shield xe 

Q Attached to the front 
shiéld through fastening 
tongues. 

Q Bisengage the grille 
‘with the Wedge -3409- 


|. R66-10190 
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6.6 Front wheel housing liner 


1 - Wheelhouse protection 
Q Removal: 
- Remove the wheel. 


- Remove screws 


= Item 2 (page 212) 
and remove the wheel- 
house shield. 

Q Installation: 


Installation is carried out in the 
reverse order of removal. 


2- Screw 
Q 13 parts 
Q 1.5Nm 
3 - Quick nut 
Q 3 parts 
4 - Bushing 
Q 8 parts 
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6.7 Rear wheelhouse protection 


1 - Wheelhouse protection 
Q Removal: 


- Remove the wheel. 


- Remove screws 


= Item 3 (page 213) 
and remove the wheel- 
house shield. 

Q Installation: 


Installation is carried out in the: 
reverse order of removal. 


2 - Quick nut 
Q 3parts 
3 - Screw 
Q 8 parts 
Q 1.5Nm 
4 - Bushing 
Q 2parts 


AR66-0050 
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6.8 Lower floor lining - assembly overview 


1 - Lining 
2 - Securing washer 
Q 1,5Nm 


Q Fixed to the bodys 
threaded pin 


Q While assembling, fix it 

instead of pressing 
3 - Plastic nut 

Q 1,5Nm 

Q Fitted to the lining by 
means of shackles 

Q Fixed to the bodys 
threaded pin 
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7 Lower floor lining - assembly overview 


1 - Lining 
2 - Securing washer 
Q 1.5Nm 


Q Fixed to the bodys 
threaded pin 


Q when assembling fas- 
tening is recommended, 
not pressing 

3 - Plastic nut 

Q 1,5Nm 

Q  Fastened to the lining by 
means of shackles 


Q Fixed to the bodys 
threaded pin 
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8 Outer lining of doors and pillars - re- 
place 

Special tools and workshop equipment required 

@ Blow pipe -VAG 1416- 


Woo-0004 


@ Press tool -3356- 


w00-0202 
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1 - Assembling area of front 
door outer lining 
Q Clean the area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 


2 - Assembling area of rears 
door outer lining (rear portion) 


adhesive renjover -D 
002 000 10=and, then, 
apply the.cleaning solu- 
tion -D 009 401 04- . 


3- Assembling area of rear 
door outer lining (front portion) 


1 Clearthe area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion =D 009 401 04-. 


4 - Outer lining of rear door 
(rear portion). 


Q self-adhesive 


Q Before temoval, the lin- 
ing should be heated 

with the thermal blower 
G 141 


Q  Pulloff protective foil, at- 
tach side protective strip 
lightly and then press 
forcefully on press tool 
-3356-. Approximate 
operation temperature. 
20°C. 


R66-10185 


5 - Assembling area of pillar B 
outer lining 


a Garnae area with the adhesive remover -D 002 000 10- and, then, apply the cleaning solution -D 009 
1 04-. 


6 - Center pillar external lining 
Q self-adhesive 
Q Before removal, the lining should be heated with the thermal blower -VAG 1416- . 
Q Pull off protective tape, attach side protective strip lightly and then press forcefully using the press tool 
-3356- . Approximate operation temperature. 20°C. 
7 - Rear door outer lining 
Q self-adhesive 
Q Before removal, the lining should be heated with the thermal blower -VAG 1416- . 
Q Pull off protective foil, attach side protective strip lightly and then press forcefully on press tool -3356- . 
Approximate operation temperature. 20°C. 
8 - Front door outer lining 
Q self-adhesive 
Q Before removal, the lining should be heated with the thermal blower -VAG 1416- . 


QO Pull off protective foil, attach side protective strip lightly and then press forcefully on press tool -3356- . 
Approximate operation temperature. 20°C. 
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9 Grilles, spoiler ‘and moldings of the 
bumper shields 


9.1 Front protection grilles - assembly over- 
view 

Special tools. and workshop equipment required 

@ Wedge -3409- 


3409 


1 - Front protection 
Q_ Remove and install 


2 - Left side grille of the front 
shield 


Q Attached to the front 
shield through fastening 
tongues. 

Q Disengage the grille 
with the Wedge -3409- 


3 - Center grille of the front 
shield 


Q Attached to the front 
shield through fastening 
tongues. 

Q_ Remove the front shield 
for access to the 
tongues. 

Q Disengage the fasten- 
ing tongues carefully 
from the center grille. 


4 - Right side grille of the front 
shield 


Q Attached to the front 
shield through fastening 
tongues. 

QO Disengage the grille 
with the Wedge -3409- 


R66-10190 


218 Rep. Gr.66 - Extemal equipment 


SpaceFox, Space Cross, Suran, Suran Cross, Sportvan 2006 > 
Body - external mountings - Edition 05.2011 


9.2 Grilles, front protector trim and spoiler 
(Space Cross and Suran Cross) - As- 
sembly overview 

Special tools and workshop equipment required 

@ Blow pipe -VAG 1416- 


woo-0004 


@ Press tool -3356- 


Wwo0-0202 


© Wedge -3409- 
3409 


Woo-0016 
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1 - Double-face tape 


Q The area where the ad- 
hesive tape is glued 
must be free of dirt 


Q The self-adhesive sur- 
face of the tape should 
not be touched anyway. 

2 - Front protection 

Q Remove and install 

= page 141 
3 - Front protector trim 
QO Self-adhesive 


Q Remove circlips -4- and 
screw -6-. 


Q Before removal, the lin- 
ing should be heated 
with the thermal blower 
-VAG 1416-. 


Q Clean the area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 


Q Remove adhesive tape 
liner, place the stripe. 
Approximate operation 
temperature. 20°C. i) 

4 -Circlip \ 4 3 
5 - Quick nut : "AK 
6 - Screw if ye 

Q 1.5Nm / 

7 - Left side grille of the front R66-10191 
shield = 

Q attached to the front shield through fastening tongues. P04, yy uh 

Q disengage the grille with the Wedge -3409- 


8 - Screw 
Q 1.5Nm 

9 - Front spoiler 
Q Removal 


- Remove front shield from bumper = page 141. 
- Remove screws -8- and disengage the lugs -10-. 


- Detach and pull off spoiler. 
Q Installation 
- Install in reverse order as of the removal 
10 - Locking lug 
11 - Center grille of the front shield 
attached to the front shield through fastening tongues. 
side grille must be removed. 


remove the front shield for access to the tongues. 
disengage the fastening tongues carefully from the center grille. 


ooogd 
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9.3 


Front protector trim and spoiler (Space Cross and Suran Cross) - Assembly 


overview 


1 - Rear protector trim 


Qa 
Qa 


Qa 


Self-adhesive 


Remove circlips -4- and 
screw -6-. 

Before removal, the lin- 
ing should be heated 
with the thermal blower 
-VAG 1416-. 


Clean the area with the 
adhesive remover -D 
002 000 10- and, then, 
apply the cleaning solu- 
tion -D 009 401 04- . 


Remove adhesive tape 
liner, place the stripe. 
Approximate operation 
temperature. 20°C. 


2 - Rear wheelhouse protec- 


tion 


3 - Circlip 
4 - Double-face tape 


a 


a 


The area where the ad- 
hesive tape is glued 
must be free of dirt 


The self-adhesive sur- 


face of the tape should) 
not be touched anyWay. 


5 - Rear spoiler 


a 


a 


Removyat 


Remove rear shield 
from bumper. 


Remove screws-2- and 


“screw -4-. 


Detach and pull off spoiler. 


Installation 


Install in reverse order as of the removal 


6 -‘Screw 


7 - Locking lug 


8 - Rear protector trim 


=) 


-for spare wheel support 
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10 Side strips 


10.1 Side strips - replace 
Special tools and workshop equipment required 
@ Blow pipe -VAG 1416- 


@ Press tool -3356- 


37700-0202 


Side strips (all models except Space Cross and Suran Cross) 
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1 - Rear door strip 
Q Self-adhesive 
Q Measurement “nd’= 8 
mm 
Q Removal: 


- Pull the strip off. 


- Remove dirt and 
grease. 


- Remove the adhesive 
residues with the Clean- 
ing solution -D 009 401 
04- and carry out the 
treatment with the Sili- 
cone remover -LSE 020 
100 A3- rubbing it untit 
drying. : 

Q Installation: 

- Heat the’strip and the 
surface with the Blow 


pipe+VAG 1416- , so as 
to ¢ase the installation. 


- Remove the double 
faced adhesive tape lin- 
ér, position the strip and 
press it with the Press 
tool -3356- . 


(a) Note 


Observe the measure ‘ 


2- Front door strip 
Q Sélf-adhesive 
Q Measurement “nd"= 8 mm 
GQ Reméyal: 


- Pull the Strip off. 


- Remove dirtand grease. 


- Remove the adhesive;residues with the Cleaning solution -D 009 401 04- and carry out the treatment 
with the Silicone remover4hSE 020 100 A3,,rubbing it until drying. 


Q Installation: 
- Heat the strip and the surface with the Blow pipe -VAG 1416- so as to ease the installation. 


- Remove the double faced adhesive tape liner, position the strip and press it with the Press tool -3356- . 


(a) Note 


Observe the measure “nd”. 


3 - Double-face tape 


Side strips (only for Space Cross and Suran Cross models) 
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1 - Rear door strip 


a 


Q 
Q 
Qa 


Self-adhesive and gle 


Measurement “G* = 29.3 
mm 

Measurement “D” = 30.5 
mm 

Removal: 


Pull the strip off. 


Remove dirt and 
grease. 


Remove the adhesive 
residues with the Clean- 
ing solution -D 009 401 
04- and carry out the 
treatment with the Sili- 
cone remover, -LSE 020 
100 A3- rubbifg it until 
drying. 


Installation: AR66-0053 


Heat the strip and the’ 
surface with the Blow 


pipe -VAG 1416-, so as 
to ease the installation. 


Remove the double faced adhesive tape liner, position the strip and press it with the Press tool -3356- . 


(@] Note 


Observe measures “C” and ‘D’. 


2.- Front door strip 


Self-adhesive and glue PU 
Measurement “A’= 22.1 mm 
Measurement “B= 28.1 mm 
Removal: 


Pull the strip off. 
Remove dirt and grease. 


Remove the adhesive residues with the Cleaning solution -D 009 401 04- and carry out the treatment 
with the Silicone remover -LSE 020 100 A3- rubbing it until drying. 


Installation: 
Heat the strip and the surface with the Blow pipe -VAG 1416- , so as to ease the installation. 


Remove the double faced adhesive tape liner, position the strip and press it with the Press tool -3356- . 


(@] Note 


Observe measures “A” and “B”. 


3 - Double-face tape 
4 - PU adhesive 


Qa 
Q 


Gluing area must be thoroughly cleaned with isopropyl alcohol. 
Immediately before installing, strips must be heated at 25° to 40° C 
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Q Installation must be carried out with constant force of 30 to SON, by using the Press tool -3356- and max. 
of 3 minutes. 


05.11 
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